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LIGHTING

Photometric / Colorimetric / Electric Report
Fixture Model:
200-HD-IC-R-HI3500-15-EL1-2-HD-IC-FLR-2

Trim Model:
FLR-2-WH

Date:
8/8/2022

Light efficiency:

umen/Watt

Light quality:

Output: 1085 Im

Color temperature:

3484 K : Peak: 7881 cd
CIE 1931: Power: 194 W
x: 0.405
y: 0.388 PF: 098

Spectra:

400 250U
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Color Details
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CRI R Values:

J0

Cl C2 C3 C4 C5 C6 C7 C8 C9 C10C11C12 C13 C14 C15Ci6

94 94 95 o3 9% o4 E

R1 R2 R3 R4 R5 R6 R7 R8 R9 R10R11 R12 R13 R14 R15

CQsS:92.9
99

o7
1

8796 95 05

R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15
95.8 | 98.7 | 98.6 | 93.7 | 94.4 | 96.0 | 93.1 | 869 | 70.8 | 949 | 945 | 77.0 | 97.1 | 98.9 | 92.9
TM30 C Values:
€l Cc2 C3 C4 C5 C6 Cc7 c8 c9 C10 ( C11 | C12 | C13 | C14 | C15 | C16
90.7 | 93.7 | 93.8 [ 93.0 | 92.0 | 96.4 | 91.5 | 93.4 | 89.5 | 84.9 | 86.9 | 90.9 | 92.8 | 89.2 | 88.7 | 87.8
CQS Q values:
Q1 Q2 Q3 Q4 | Q5 Q6 | Q7 Q8 Q9 | Q10 | Q11 | Q12 | Q13 | Q14 | Q15
90.5 | 97.3 | 90.2 | 87.5 [ 90.2 | 92.7 | 953 | 95.6 | 99.4 | 96.9 [ 95.7 | 953 | 953 | 91.4 | 91.4
Ql Q2 Q3 Q4 Q5 Q6 Q7 Q8 Q9 Q10 Q11 Q12 Q13 Q14 Q15
Color Parameters:
cCcT CRI CRIR9 | TM30Rf | TM30 Rg cas X y u v Auv
3484 K 94.6 70.8 90.9 97.6 92.9 0.405 0.388 0.237 0.340 -0.0011
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TM-30 Details

Hue Bin
10
11
12
13
14
15
16

Rf 90.9
Fidelity index Rf
Rg 97.6
Gamut index Rg
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Color vector gréphics
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Color Evaluation Sample

Number Eight Lighting www.8lighting.com


http://www.8lighting.com/

Beam Details

Distance (feet) 2 ft 4 ft 6 ft 8 ft 10 ft
848 Ix
Lux* 5302 Ix
21208 Ix
19°
Beam center
1970 fc
*
Footcandles 493 fc
*measured at
center of beam 219 fc
123 fc
79 fc
Beam width (feet) 0.7 ft 1.3 1t 2 ft 2.7 ft 3.4t
Beam Intensities from 1-20m
im 2m 3m 4m 5m 6m 7m 8m 9m | 10m | 1im | 12m | 13m | 14m | 15m | 16m | 17m | 18m | 19m | 20m
3.3ft | 6.6ft | 9.8ft | 13.1ft | 16.4ft | 19.7ft | 23ft | 26.2ft | 29.5ft | 32.8ft | 36.1ft | 39.4ft | 42.7ft | 45.9ft | 49.2ft | 52.5ft | 55.8ft | 59.1ft | 62.3ft | 65.6ft
7881Ix | 1970Ix | 876Ix | 493Ix | 315Ix | 219Ix | 161Ix | 123Ix | 97Ix 79Ix 65Ix 55Ix 471x 40Ix 35Ix 31Ix 271x 241x 22Ix 20Ix
732.2fc| 183fc | 81.4fc | 45.8fc | 29.3fc | 20.3fc | 14.9fc | 11.4fc 9fc 7.3fc | 6.1fc | 5.1fc | 4.3fc | 3.7fc | 3.3fc | 2.9fc | 2.5fc | 2.3fc 2fc 1.8fc
Intensities in 0° c-plane
0° 1° 2° 3° 4° 5° 6° 7° 8° 9° 10° 11° 12° 13° 14° 15° 16° 17° 18° 19°
7881 | 7821 | 7568 | 7178 | 6684 | 6157 | 5649 | 5145 | 4651 | 4179 | 3712 | 3247 | 2793 | 2371 | 2000 | 1675 | 1384 | 1126 | 903 | 714
100% | 99% | 96% | 91% | 85% | 78% | 72% | 65% | 59% | 53% | 47% | 41% | 35% | 30% | 25% | 21% | 18% | 14% | 11% | 9%
Intensities in 90° c-plane
0° 1° 2° 3° 4° 5° 6° 7° 8° 9° 10° 11° 12° 13° 14° 15° 16° 17° 18° 19°
7881 | 7821 | 7568 | 7178 | 6684 | 6157 | 5649 | 5145 | 4651 | 4179 | 3712 | 3247 | 2793 | 2371 | 2000 | 1675 | 1384 | 1126 | 903 | 714
100% | 99% | 96% | 91% | 85% | 78% | 72% | 65% | 59% | 53% | 47% | 41% | 35% | 30% | 25% | 21% | 18% | 14% | 11% | 9%
Intensities in 180° c-plane
0° 1° 2° 3° 4° 5° 6° 7° 8° 9° 10° 11° 12° 13° 14° 15° 16° 17° 18° 19°
7881 | 7821 | 7568 | 7178 | 6684 | 6157 | 5649 | 5145 | 4651 | 4179 | 3712 | 3247 | 2793 | 2371 | 2000 | 1675 | 1384 | 1126 | 903 | 714
100% | 99% | 96% | 91% | 85% | 78% | 72% | 65% | 59% | 53% | 47% | 41% | 35% | 30% | 25% | 21% | 18% | 14% | 11% | 9%
Intensities in 270° c-plane
0° 1° 2° 3° 4° 52 6° 7° 8° 9° 10° 11° 12° 13° 14° 15° 16° 17° 18° 19°
7881 | 7821 | 7568 | 7178 | 6684 | 6157 | 5649 | 5145 | 4651 | 4179 | 3712 | 3247 | 2793 | 2371 | 2000 | 1675 | 1384 | 1126 | 903 | 714
100% | 99% | 96% | 91% | 85% | 78% | 72% | 65% | 59% | 53% | 47% | 41% | 35% | 30% | 25% | 21% | 18% | 14% | 11% | 9%
Beam angle 50% Field angle 10% Cut-off angle 2.5% Intensity ratio in 120° Intensity ratio in 90°
19° 37.2° 48.1° 99.4% 99.2%
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