N
eight

LIGHTING

Photometric / Colorimetric / Electric Report

Fixture Model:

200-HD-IC-R-HI3500-15-EL1-2-HD-IC-FLR-2-BV-30d

Trim Model:
FLR-2-BV-WH

Date:
8/19/2022

Light efficiency:

umen/Watt

Light quality:

Output: 1183 1m

Color temperature:

3477 K : Peak: 7697 cd
CIE 1931: Power: 195W
x: 0.405
y: 0.388 PF: 098

Spectra:

400 250U
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Color Details
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CRI R Values:

Cl C2 C3 C4 C5 C6 C7 C8 (C9 C10C11C12 C13 C14 C15C16

94 95 96 gy 94 95

R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15

CQs: 92.9
Q8. ﬂ

Y0 95 95 95

R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15
95.9 | 984 | 983 | 942 | 946 | 958 | 935 | 874 | 716 | 944 | 949 | 77.0 | 97.1 | 98.6 | 93.2
TM30 C Values:
€l Cc2 C3 C4 C5 C6 Cc7 c8 c9 C10 ( C11 | C12 | C13 | C14 | C15 | C16
91.1 | 93.8 | 934 | 93.4 | 92.3 | 96.7 | 925 | 94.2 | 90.4 | 85.6 | 86.7 | 90.8 | 93.2 | 89.4 | 89.1 | 88.1
CQS Q values:
Q1 Q2 Q3 Q4 | Q5 Q6 | Q7 Q8 Q9 | Q10 | Q11 | Q12 | Q13 | Q14 | Q15
91.1 | 976 | 89.6 | 875 | 90.7 | 93.4 | 951 | 954 | 99.2 | 96.4 | 954 | 95.1 | 95.2 | 91.6 | 91.7
Ql Q2 Q3 Q4 Q5 Q6 Q7 Q8 Q9 Q10Q11Q12Q13 Q14 Q15
Color Parameters:
cCcT CRI CRIR9 | TM30Rf | TM30 Rg cQs X y u % Auv
3477 K 94.8 71.6 91.2 98.1 92.9 0.405 0.388 0.237 0.340 -0.0013
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TM-30 Details
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Rf 91.2
Fidelity index Rf
Rg 98.1
Gamut index Rg

CES99
CES98
CES97
CES96
CES95
CES94
CES93
CES92
CES90
CES89
CES88
CES87
CES86
CES85
CES84
CES83
CES82
CES81
CES80
CES79
CES78
CES77
CES76
CES75
CES74
CES73
CES72
CES71
CES70
CES69
CES68
CES67
CES66
CES65
CES64
CES63
CES62
CES61
CES60
CES59
CES58
CES57
CES56
CES55
CES54
CES53

Color vector gréphics

Color distortion graphics

I CES52
I CESS51
S  CE S50
I CES49
CES48
CES47
I R S I CES46
I CES45
I C E S 44
CES43
I R S S CES42
CES41
CES40
CES39
CES37

= £ CES35
— o) CES34
re) CES33
[ CES32
Q 3 CES31
CES30
m I CES29
CcES28
CES27
= CES26
& CES25
I CES24
CES23
CES22
CcES21
CES20
o CES19
= CcES18
L0 CES17
CES16
CES15
CES14
CES13
CES12
CES11
CES10
CES09
CES08
CES07
CES06
CES05
R CES04
CES03
hi CES02
. CES01
=J =J =] =}
TR R R =] S 3 =) Q °
© mH © b O b O 1 O = © © ~ N
S R -

any Aq yiys ewoayo 3 "xapu Ay1jopid

3|Page

Color Evaluation Sample
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Aiming Angle
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