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Beam angle 

x: 0.405 
y: 0.388 

Photometric / Colorimetric / Electric Report 
Fixture Model: 

200-HD-R-HI3500-60-EL1-2-HD-FLR-2-WW-NIC-20d 
 

Trim Model: 

FLR-2-WW-WH 
 

Date: 

8/11/2022 

Spectra: 

Light efficiency: 
 54 Lumen/Watt 

Light quality:

 
 Color temperature:

 
 

CRI: 94.4 

3484 K 

Output: 

Peak: 

Power: 

PF: 

1427 lm 

1159 cd 

26.2 W 

0.98 

CIE 1931: 

 

http://www.8lighting.com/


91

C1

93

C2

93

C3

93

C4

92

C5

97

C6

92

C7

94

C8

90

C9

85

C10

87

C11

91

C12

93

C13

89

C14

89

C15

88

C16

95

R1

99

R2

99

R3

93

R4

94

R5

96

R6

93

R7

86

R8

69

R9

95

R10

94

R11

78

R12

97

R13

99

R14

93

R15

0.8

0.7

0.6

0.5

0.4

0.3

0.2

0.1

0.0
0.0 0.1 0.2 0.3 0.4 0.5 0.6 0.7

22
00

 K

27
00

 K

30
00

 K

35
00

 K
40

00
 K

50
00

 K
60

00
 K

70
00

 K
80

00
 K

90
00

 K

10
00

0 K

12
00

0 K

15
00

0 K

20000 K

40000 K

45
046

0

470

480

490

500

510

52
0

53
0

54
0

55
0

56
0

57
0

58
0

59
0

60
0

61
0

62
0

63
0

22
00

 K

27
00

 K
30

00
 K

35
00

 K
40

00
 K

50
00

 K
60

00
 K

70
00

 K

80
00

 K

9000 K

10000 K

12000 K

15000 K

20000 K

40000 K

45
0

46
0

470

480

490

500

510

52
0

53
0

54
0

55
0

56
0

57
0

58
0

59
0

60
0

61
0

62
0

63
0

91

Q1

97

Q2

90

Q3

87

Q4

90

Q5

93

Q6

95

Q7

95

Q8

99

Q9

97

Q10

95

Q11

95

Q12

95

Q13

91

Q14

91

Q15

     

Number Eight Lighting www.8lighting.com                                                                                   2 | P a g e  
 

  

3484 K 

CRI R Values: 
R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15 

95.5 98.5 98.5 93.5 94.3 95.9 92.8 86.2 69.2 94.6 94.1 77.6 96.8 99.0 92.6 

TM30 C Values:  
C1 C2 C3 C4 C5 C6 C7 C8 C9 C10 C11 C12 C13 C14 C15 C16 

90.5 93.5 93.4 93.3 92.3 96.5 91.9 93.7 89.8 85.2 87.0 90.9 92.8 89.2 88.8 87.8 

CQS Q values: 
Q1 Q2 Q3 Q4 Q5 Q6 Q7 Q8 Q9 Q10 Q11 Q12 Q13 Q14 Q15 

90.6 97.4 90.1 87.4 90.2 92.6 95.0 95.3 99.3 96.6 95.2 94.9 94.8 90.9 91.0 

 

 

CQS: 92.7 

CCT CRI CRI R9 TM30 Rf TM30 Rg CQS x y u v Δuv 

3484 K 94.4 69.2 90.9 97.7 92.7 0.405 0.388 0.237 0.340 -0.0013 

 

TM-30: 90.9                    CRI: 94.4 (R1-R8) 

Δuv: -0.0013 

CIE 1931 ZOOM CIE 1931 

x: 0.405 
y: 0.388 

Color Parameters: 

Color Details 

http://www.8lighting.com/
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TM-30 Details 
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Color Evaluation Sample 
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Color distortion graphics 

Color vector graphics 

Hue bin 
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   Shifts (%) 
Hue Bin Rf Chroma Hue 

1 91 -4% 1% 

2 93 -2% 2% 

3 93 -1% 3% 

4 93 -3% 0% 

5 92 -5% 0% 

6 97 -1% 0% 

7 92 -5% 2% 

8 94 -3% 3% 

9 90 -2% 7% 

10 85 0% 10% 

11 87 4% 8% 

12 91 5% 0% 

13 93 1% -5% 

14 89 4% -8% 

15 89 -1% -6% 

16 88 -2% -6% 

 

 

Rf 90.9 
Fidelity index Rf 

Rg 97.7 
Gamut index Rg 

Approx. limits for sources 
on the Planckian locus. 

Approx. limits for 
practical light sources. 

1 

2 

1 2 
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Angular Distribution 
Through 0° and 90° Planes 

 

 

Beam Angle: 79.9°W  x  55.9°L 

 

 

 
 

   

 

Beam Details 

2 ft 4 ft 6 ft 8 ft 10 ft Distance: 

 
16.7 ft 

79.9°W  
X 

 55.9°L 
 

 
13.4 ft 

 
10 ft 

 
6.7 ft 

 
3.3 ft 

Footcandles at center: 

 
Beam width: 

57 fc 25 fc 14 fc 229 fc 9 fc 

 
10.6 ft 

 
8.5 ft 

 
6.4 ft 

 
4.2 ft 

 
2.1 ft 

 
Beam length: 
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