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LIGHTING

Photometric / Colorimetric / Electric Report

Fixture Model:

804S-K2S-WD-2-25-DIM1-8-1000-WD-FR-P-1-WH

Trim Model:
FR-P-1-WH

Date:
3/31/2022

Light efficiency: -

Lumen/Watt o

Light quality:
RI: 96.9 ]:] Output: 743 Im
Color temperature:
2ol Peak: 2357 cd
CIE 1931: Power: 146 W
x: 0.443
y: 0.401 PF: 0.99
Spectra:
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Color Details
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TM-30: 94.4

a8

CIE 1931

CIE 1931 ZOOM

CRI: 96.9 (R1-R8)
99 99 99 g9g 99 g a8

95 96 g5 96 96

CRI R Values:

Cl C2 C3 C4 C5 C6 C7 C8 C9 C10C11C12 C13 C14 C15C16

T 94

R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15

CQsS: 94.1

98

96 96 96 95

R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15
98.7 | 99.4 | 989 | 98.4 | 989 | 96.5 | 944 | 89.8 | 78.0 | 984 | 97.1 | 88.4 | 99.4 | 98.6 | 95.6
TM30 C Values:
€l Cc2 C3 C4 C5 C6 Cc7 c8 c9 C10 ( C11 | C12 | C13 | C14 | C15 | C16
947 | 96.1 | 94.7 [ 96.1 | 96.1 | 96.3 | 95.1 | 98.1 | 96.6 | 93.9 | 92.7 | 91.6 | 92.7 | 90.6 | 94.5 | 88.8
CQS Q values:
Q1 Q2 Q3 Q4 | Q5 Q6 | Q7 Q8 Q9 | Q10 | Q11 | Q12 | Q13 | Q14 | Q15
919 | 959 | 921 | 93.0 | 96.2 | 958 | 93.3 | 94.6 | 97.7 | 96.0 | 96.0 | 95.6 | 95.1 | 92.1 | 91.9
Ql Q2 Q3 Q4 Q5 Q6 Q7 Q8 Q9 Q10Q11Q12Q13 Q14 Q15
Color Parameters:
cCcT CRI CRIR9 | TM30Rf | TM30 Rg cQs X y u % Auv
2884 K 96.9 78.0 94.4 100.8 94.1 0.443 0.401 0.256 0.347 -0.0018
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TM-30 Details

Su | g -
E ° .
55 58 ]
23 2= 7
Es E2 .
iz 32 ]
55 58 4
25 &5 i
prrn b b b b b b b1
o o o o o o o o o
< ™ I3 — ) <} @ ~ ©
— e — — —
6y
ISSSSSSSSS8REREN
ST O MON—TAOO NSO HWONNRP
=
9 ©
mm0000000000000000
LIS S ESXRSESTEEEEEERESS
Sm34_04_024_101242344
o
FOOULOOOLONSTNONDAT D
SRR RN NN N le o le lo e Mo Mo N6
£
o N ™ O~ OTNOT OO
W1 T T T T T
I
X 7
< 3 3
3 S o
nmw c o B
1 - —
> 4
D o) R ©

70 80 90 100
Rf

60

50

Color vector gréphics

97

98

96 96 96 o5

n
(o]
(o]
(o]
Tl
[e)]
o o o o o o
m (o] [e6] N~ © Te)
any Aq 1y

Hue bin

[7)]
L
<

S

©

o

o

=
2
=

1

S
2
2
T

1
°

o
(&

O|
=)
3
X
&
(=,
[=)
<
%
&
X
=
%
S
X
=
X
=
:
X
&
X
S
R
o
:
X
S
R
o
:
X
NG

20%

any

d Jys ewoiyd

Hue bin

100

CES99
CES98
CES97
CES96
CES95
CES94
CES93
CES92
CES91
CES90
CES89
CES88
CES87
CES86
CES85
CES84
CES83
CES82
CES81
CES80
CES79
CES78
CES77
CES76
CES75
CES74
CES73
CEST72
CES71
CEST70
CES69
CES68
CES67
CES66
CES65
CES64
CES63
CES62
CES61
CES60
CES59
CES58
CES57
CES56
CES55
CES54
CES53
CES52
CES51
CES50
CES49
CES48
CES47
CES46
CES45
CES44
CES43
CES42
CES41
CES40
CES39
CES38
CES37
CES36
CES35
CES34
CES33
CES32
CES31
CES30
CES29
CES28
CES27
CES26
CES25
CES24
CES23
CES22
CES21
CES20
CES19
CES18
CES17
CES16
CES15
CES14
CES13
CES12
CES11
CES10
CES09
CES08
CES07
CES06
CESO05
CES04
CES03
CES02
CESO01

Color Evaluation Sample
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Beam Details

Distance (feet) 2 ft 4 ft 6 ft 8 ft 10 ft
254 Ix
Lux* 1586 Ix
6343 Ix
28.8°
Beam center
589 fc
*
Footcandles 147 fc
*measured at
center of beam 65/fc
37fc
24 fc
Beam width (feet) 1ft 2.11t 3.1t 4.1 ft 5.1t
Beam Intensities from 1-20m
im 2m 3m 4m 5m 6m 7m 8m 9m | 10m | 1im | 12m | 13m | 14m | 15m | 16m | 17m | 18m | 19m | 20m
3.3ft | 6.6ft | 9.8ft | 13.1ft | 16.4ft | 19.7ft | 23ft | 26.2ft | 29.5ft | 32.8ft | 36.1ft | 39.4ft | 42.7ft | 45.9ft | 49.2ft | 52.5ft | 55.8ft | 59.1ft | 62.3ft | 65.6ft
2357Ix | 589Ix | 262Ix | 147Ix | 94lx 65Ix 48Ix 37Ix 29Ix 241x 19Ix 161x 141x 12Ix 10Ix 9lx 8Ix 7Ix 7Ix 6Ix
219fc | 54.7fc | 24.3fc | 13.7fc | 8.8fc | 6.1fc | 4.5fc | 3.4fc | 2.7fc | 2.2fc | 1.8fc | 1.5fc | 1.3fc | 1l.1fc 1fc 0.9fc | 0.8fc | 0.7fc | 0.6fc | 0.5fc
Intensities in 0° c-plane
0° 2° 4° 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°
2357 | 2324 | 2226 | 2075 | 1893 | 1679 | 1455 | 1225 | 1006 | 812 | 642 | 502 | 390 | 305 | 241 | 192 | 152 | 118 88 60
100% | 99% | 94% | 88% | 80% | 71% | 62% | 52% | 43% | 34% | 27% | 21% | 17% | 13% | 10% | 8% 6% 5% 4% 3%
Intensities in 90° c-plane
0° 2° 4° 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°
2357 | 2324 | 2226 | 2075 | 1893 | 1679 | 1455 | 1225 | 1006 | 812 | 642 | 502 | 390 | 305 | 241 | 192 | 152 | 118 88 60
100% | 99% | 94% | 88% | 80% | 71% | 62% | 52% | 43% | 34% | 27% | 21% | 17% | 13% | 10% | 8% 6% 5% 4% 3%
Intensities in 180° c-plane
0° 2° 4° 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°
2357 | 2324 | 2226 | 2075 | 1893 | 1679 | 1455 | 1225 | 1006 | 812 | 642 | 502 | 390 | 305 | 241 | 192 | 152 | 118 88 60
100% | 99% | 94% | 88% | 80% | 71% | 62% | 52% | 43% | 34% | 27% | 21% | 17% | 13% | 10% | 8% 6% 5% 4% 3%
Intensities in 270° c-plane
0° 2° 4° 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°
2357 | 2324 | 2226 | 2075 | 1893 | 1679 | 1455 | 1225 | 1006 | 812 | 642 | 502 | 390 | 305 | 241 | 192 | 152 | 118 88 60
100% | 99% | 94% | 88% | 80% | 71% | 62% | 52% | 43% | 34% | 27% | 21% | 17% | 13% | 10% | 8% 6% 5% 4% 3%
Beam angle 50% Field angle 10% Cut-off angle 2.5% Intensity ratio in 120° Intensity ratio in 90°
28.8° 56.4° 76.2° 99.4% 98.6%
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