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Tunable White LED

FEATURES
• Available with No.8 Lighting 800 

Series Model 804S/J2S-TW
• Fully adjustable (0-45° vertical/      

360° horizontal) for general, 
accent, and wall wash lighting 
applications

• 4700 - 2200K 95 CRI Tunable 
White LED delivers up to 1133 
lumens at 14.6 watts

• Three dimming driver options:    
0.1% EldoLED DALI, DMX, or 0-10v

• Available optic options include: 
15°, 25°, and 40°

• Consistent white light <3 SDCM

• Works with all 800 Series trims

• 2022 CA JA8 Compliant
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804S/J2S-TW - LOW-PROFILE RECESSED ADJUSTABLE 

804S/J2S-TW PERFORMANCE SUMMARY

Correlated Color Temperature: 4700K  4500K  4000K 3500K  3000K 2700K 2200K 

Wattage: 14.5 14.7 14.6 14.4 14.3 14.3 14.1 

Delivered Lumens: 1018 1130 1133 1112 1034 975 817 

Delivered Lumens Per Watt: 70 77 78 77 72 68 58 

Performance shown for 15° optic and FR/FLR/INR-LG/NL trim. Performance varies for each specific beam spread and trim type.

TW LED 4700K-2200K at 100% Output

4700K 4000K 3500K 3000K 2700K 2200K

TW LED 4700K-2200K at 1% Output

4700K 4000K 3500K 3000K 2700K 2200K


