N

elig

LIGHTING

ht

Photometric / Colorimetric / Electric Report
Fixture Model:
200-HD-R-HI3500-15-EL1-2-650-FLR-2-BV-NIC

Trim Model:

FLR-2-BV-WH

Date:
8/10/2022

Light efficiency:

Lumen/Watt

Output:

Peak:

Power:

PF:

1645 Im

9603 cd

26.3 W

0.98

Light quality:
RI: 94.4 .
Color temperature:
A
3492 K
A 4
CIE 1931:
x: 0.404
y: 0.387
Spectra:

|___400 450 RN 650 700 750 800
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Color Details
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TM-30: 91.0

0.6

CIE 1931

CIE 1931 ZOOM

CRI: 94.4 (R1-R8)

CRI R Values:

94 94 90 g3 95 94

R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15

08

CQsS: 92.7
99

RiL | R2 | R3 | R4 | R5 | R6 | R7 | R8 | RO | R10 | R11 | R12 | R13 | R14 | R15 93 95 95 Y0 95 95 95
955 | 985 | 984 | 936 | 944 | 958 | 929 | 86.4 | 69.7 | 94.6 | 942 | 77.6 | 96.9 | 989 | 9258
TM30 C Values:
c1 | c2|c3|ca|cs|ce|cr|cs | co|cio|cia|ciz|cis|cia|cis|cie
90.7 | 935 [ 93.2 | 93.4 | 92.3 | 96.6 | 922 | 93.9 | 90.0 | 85.3 | 86.9 | 90.8 | 92.9 | 89.2 | 88.9 | 87.9
CQS Q values:
Q1 Q2 Q3 Q4 | Q5 Q6 | Q7 Q8 Q9 | Q10 | Q11 | Q12 | Q13 | Q14 | Q15
90.8 | 976 | 89.8 | 87.3 | 90.3 [ 92.9 | 95.0 | 952 | 99.4 | 96.4 | 95.1 | 947 | 948 | 911 | 912
Q1 Q2 Q3 Q4 Q5 Q6 Q7 Q8 Q9 Q10 Q11 Q12Q13 Q14 Q15
Color Parameters:
CCT CRI CRIR9 TM30 Rf | TM30 Rg cQs X y u v Auv
3492 K 94.4 69.7 91.0 97.8 92.7 0.404 0.387 0.237 0.340 -0.0016
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TM-30 Details
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Color vector gréphics

Hue bin
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Color Evaluation Sample
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Beam Details

Distance (feet) 2 ft 4 ft 6 ft 8 ft 10 ft
1034 Ix
Lux* 6460 Ix
25840 Ix
20.5°
Beam center
2401 fc
Footcandles* 600 fc
*measured at
centeruof beam 267 fc
150 fc
96 fc
Beam width (feet) 0.7 ft 1.4 ft 2.2 ft 2.9 ft 3.6 ft

16m | 17m | 18m | 19m | 20m
59.1ft | 62.3ft | 65.6ft

Beam Intensities from 1-20m
2m 3m 4m 5m 6m m

13.1ft | 16.4ft | 19.7ft | 23ft | 26.2ft | 29.5ft | 32.8ft

10m 11m 12m 13m 14m 15m
36.1ft | 39.4ft | 42.7ft | 45.9ft | 49.2ft | 52.5ft | 55.8ft
67Ix 57Ix 49Ix 43Ix 38Ix 33Ix 30Ix

im 8m 9m

3.3ft | 6.6ft | 9.8ft

271x 241x

9603Ix | 2401Ix | 1067Ix | 600Ix | 384Ix | 267Ix | 196Ix | 150Ix | 119Ix | 96Ix 79Ix
892.1fc| 223fc | 99.1fc | 55.8fc | 35.7fc | 24.8fc | 18.2fc | 13.9fc | 1ifc 8.9fc | 7.4fc | 6.2fc | 5.3fc | 4.6fc 4fc 3.5fc | 3.1fc | 2.8fc | 2.5fc | 2.2fc
Intensities in 0° c-plane
0° 1° 2° & 4° 55 6° 7° 8° 9° 10° 11° 12° 13° 14° 15° 16° 17° 18° 19°
9603 | 9545 | 9379 | 9089 | 8676 | 8163 | 7554 | 6890 | 6229 | 5582 | 4946 | 4325 | 3733 | 3193 | 2721 | 2308 | 1940 | 1614 | 1332 | 1093
100% | 99% 98% 95% 90% 85% 79% 72% 65% 58% 52% 45% 39% 33% 28% 24% 20% 17% 14% 11%
Intensities in 90° c-plane
0° 1° 2° & 4° 5° 6° 7° 8° 9° 10° 11° 12° 13° 14° 15° 16° 17° 18° 19°
4325 | 3733 | 3193 | 2721 | 2308 | 1940 | 1614 | 1332 | 1093

8163 | 7554 | 6890 | 6229 | 5582 | 4946

9603 | 9545 | 9379 | 9089 | 8676
72% | 65% | 58% | 52% | 45% | 39% | 33%

100% | 99% | 98% | 95% | 90% | 85% | 79%

28% 24% | 20% 17% 14% 11%

13° 14° 15° 16° 17° 18° 19°
2721 | 2308 | 1940 | 1614 | 1332 | 1093
20% 17% 14% 11%

Intensities in 180° c-plane

0° 1° 2° 3° 4° 5° 6° 7° 8° 9° 10° 11° 12°

6890 | 6229 | 5582 | 4946 | 4325 | 3733 | 3193

9603 | 9545 | 9379 | 9089 | 8676 | 8163 | 7554
58% 52% 45% 39% 33% 28% 24%

100% | 99% 98% 95% 90% 85% 79% 2% 65%

Intensities in 270° c-plane
0° 1° 2° 3° 4° & 6° 7° 8° 9° 10° 11° 12° 13° 14° 15° 16° 17° 18° 19°
1332 | 1093

9603 | 9545 | 9379 | 9089 | 8676 | 8163 | 7554 | 6890 | 6229 | 5582 | 4946 | 4325 | 3733 | 3193 | 2721 | 2308 | 1940 | 1614
33% 28% 24% 20% 17% 14% 11%

45% 39%

100% | 99% 98% 95% 90% 85% 79% 2% 65% 58% 52%

Intensity ratio in 120° Intensity ratio in 90°

Cut-off angle 2.5%
99.0% 98.1%

Field angle 10%

Beam angle 50%
39.3° 58.6°

20.5°
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