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Photometric / Colorimetric / Electric Report
Fixture Model:
200-HD-WD-S-WD2-40-NFL-DIM1-2-350-FLS-2-BV
Trim Model:

FLS-2-BV-WH

Date:
2/28/2022

Light efficiency:

Lumen/Watt

Light quality:

RI: 96.7 l

Color temperature:

2899 K

CIE 1931:

x: 0.441
y: 0.400

Output:

Peak:

Power:

PF:

738 Im

1225 cd

14.6 W

0.99

Spectra:

|___400 450 RN 650 700 750 800

Number Eight Lighting www.8lighting.com

l|Page


http://www.8lighting.com/

Color Details
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CRI R Values:

0.3

TM-30:

0.4 0.5

94.3

0.6

CIE 1931

CIE 1931 ZOOM

CRI: 96.7 (R1-R8)
99 99 99 93 99 99

JO 94 93 92

92 9o

9 94

R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15

CQs:93.9

96 96 95 95

R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15
98.8 | 99.2 | 989 | 98.4 | 989 | 96.0 | 94.0 | 89.6 | 779 | 989 | 97.2 | 88.3 | 99.5 | 98.8 | 95.8
TM30 C Values:
€l Cc2 C3 C4 C5 C6 Cc7 c8 c9 C10 ( C11 | C12 | C13 | C14 | C15 | C16
945 | 95.9 | 94.6 | 96.0 | 96.0 | 96.4 | 949 | 98.2 | 96.2 | 93.6 | 92.6 | 91.6 | 92.5 | 90.4 | 94.3 | 88.7
CQS Q values:
Q1 Q2 Q3 Q4 | Q5 Q6 | Q7 Q8 Q9 | Q10 | Q11 | Q12 | Q13 | Q14 | Q15
919 | 959 | 921 | 928 | 959 | 96.2 | 93.3 | 943 | 97.6 | 96.0 | 958 | 95.2 | 94.7 | 92.0 | 91.8
Q1 Q2 Q3 Q4 Q5 Q6 Q7 Q8 Q9 Q10 Q11 Q12 Q13 Q14 Q15
Color Parameters:
cCcT CRI CRIR9 | TM30Rf | TM30 Rg cas X y u v Auv
2899 K 96.7 77.9 94.3 100.7 93.9 0.441 0.400 0.255 0.347 -0.0023
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TM-30 Details
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Color vector gréphics
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CES24
CES23
CES22
CES21
CES20
CES19
CES18
CES17
CES16
CES15
CES14
CES13
CES12
CES11
CES10
CES09
CES08
CES07
CES06
CESO05
CES04
CES03
CES02
CESO01

Color Evaluation Sample

3|Page

Number Eight Lighting www.8lighting.com


http://www.8lighting.com/

Beam Details
Distance (feet) 2 ft 4 ft 6 ft 8 ft 10 ft
132 Ix
Lux* 824 Ix
3297 Ix
43.8°
Beam center
306 fc
Footcandles* 77 fc
*measured at
center of beam 34/fc
19fc
12 fc
Beam width (feet) 1.6 ft 3.2 ft 4.8 ft 6.4 ft 8 ft
Beam Intensities from 1-20m
im 2m 3m 4m 5m 6m 7m 8m 9m | 10m | 11m | 12m | 13m | 14m | 15m | 16m | 17m | 18m | 19m | 20m
3.3ft | 6.6ft | 9.8ft | 13.1ft | 16.4ft | 19.7ft | 23ft | 26.2ft | 29.5ft | 32.8ft | 36.1ft | 39.4ft | 42.7ft | 45.9ft | 49.2ft | 52.5ft | 55.8ft | 59.1ft | 62.3ft | 65.6ft
1225Ix | 306Ix | 136Ix | 77Ix 491x 34Ix 25Ix 19Ix 15Ix 12Ix 10Ix 9lx 7Ix 6Ix 5Ix 5Ix 4Ix 4lx 3Ix 3Ix
113.8fc | 28.5fc | 12.6fc | 7.1fc | 4.6fc | 3.2fc | 2.3fc | 1.8fc | 1l.4fc | 1.1fc | 0.9fc | 0.8fc | 0.7fc | 0.6fc | 0.5fc | 0.4fc | 0.4fc | 0.4fc | 0.3fc | 0.3fc
Intensities in 0° c-plane
0° 2 4° 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°
1225 | 1220 | 1201 | 1172 | 1133 | 1081 | 1019 | 948 | 869 | 785 | 697 | 609 | 524 | 445 | 373 | 308 | 253 | 205 | 162 | 119
100% | 100% | 98% | 96% | 92% | 88% | 83% | 77% | 71% | 64% | 57% | 50% | 43% | 36% | 30% | 25% | 21% | 17% | 13% | 10%
Intensities in 90° c-plane
0° 22 4° 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°
1225 | 1220 | 1201 | 1172 | 1133 | 1081 | 1019 | 948 | 869 | 785 | 697 | 609 | 524 | 445 | 373 | 308 | 253 | 205 | 162 | 119
100% | 100% | 98% | 96% | 92% | 88% | 83% | 77% | 71% | 64% | 57% | 50% | 43% | 36% | 30% | 25% | 21% | 17% | 13% | 10%
Intensities in 180° c-plane
0° 22 4° 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°
1225 | 1220 | 1201 | 1172 | 1133 | 1081 | 1019 | 948 | 869 | 785 | 697 | 609 | 524 | 445 | 373 | 308 | 253 | 205 | 162 | 119
100% | 100% | 98% | 96% | 92% | 88% | 83% | 77% | 71% | 64% | 57% | 50% | 43% | 36% | 30% | 25% | 21% | 17% | 13% | 10%
Intensities in 270° c-plane
0° 2° 4° 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°
1225 | 1220 | 1201 | 1172 | 1133 | 1081 | 1019 | 948 | 869 | 785 | 697 | 609 | 524 | 445 | 373 | 308 | 253 | 205 | 162 | 119
100% | 100% | 98% | 96% | 92% | 88% | 83% | 77% | 71% | 64% | 57% | 50% | 43% | 36% | 30% | 25% | 21% | 17% | 13% | 10%
Beam angle 50% Field angle 10% Cut-off angle 2.5% Intensity ratio in 120° Intensity ratio in 90°
43.8° 75.6° 92° 98.8% 96.8%
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