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Photometric / Colorimetric / Electric Report
Fixture Model:

400-WD-2-40-DIM1-4-350-FLR-4-WH

Trim Model:

FLR-4-WH

Date:
3/31/2022

Light efficiency:

Lumen/Watt

Light quality:

RI: 96.9 l

Color temperature:

2883 K

CIE 1931:

x: 0.443
y: 0.402

Output:

Peak:

Power:

PF:

798 Im

1831 cd

14.6 W

1.0

Spectra:

|___400 450 RN 650 700 750 800
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Color Details
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TM-30: 94.4

0.6

CIE 1931

CIE 1931 ZOOM

CRI: 96.9 (R1-R8)
99 99 99 98 99 98 g7

CRI R Values:

o 94 93 g7 93 g

5 o4

R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15

CQsS: 94.1

98 —96—96 96 05

R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15
98.6 | 99.4 | 989 | 98.4 | 98.7 | 96.7 | 94.4 | 89.7 | 776 | 98.2 | 97.4 | 88.3 | 99.3 | 98.6 | 95.3
TM30 C Values:
C1 Cc2 C3 C4 C5 C6 Cc7 c8 c9 C10 ( C11 | C12 | C13 | C14 | C15 | C16
945 | 96.0 | 949 [ 96.1 | 96.1 | 96.6 | 95.1 | 98.3 | 96.3 | 93.7 | 92.7 | 91.7 | 92.6 | 90.6 | 94.3 | 88.8
CQS Q values:
Q1 Q2 Q3 Q4 | Q5 Q6 | Q7 Q8 Q9 | Q10 | Q11 | Q12 | Q13 | Q14 | Q15
91.8 | 959 | 923 | 93.0 | 96.0 | 96.1 | 93.7 | 94.7 | 97.7 | 96.1 | 96.1 | 95.7 | 95.3 | 92.0 | 91.8
Q1 Q2 Q3 Q4 Q5 Q6 Q7 Q8 Q9 Q10 Q11 Q12 Q13 Q14 Q15
Color Parameters:
cCcT CRI CRIR9 | TM30Rf | TM30 Rg cas X y u v Auv
2883 K 96.9 77.6 94.4 100.5 94.1 0.443 0.402 0.256 0.348 -0.0015
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TM-30 Details
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Color vector gréphics
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CES51
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CES49
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CES47
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CES43
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CES39
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Color Evaluation Sample
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Beam Details

Distance (feet) 2 ft 4 ft 6 ft 8 ft 10 ft
197 Ix
Lux* 1231 Ix
4923 Ix
36.6°
Beam center
457 fc
*

Footcandles 114 fc

*measured at

center of beam 51fc

29 fc
18 fc

Beam width (feet) 1.3 ft 2.6 ft 4 ft 5.3 ft 6.6 ft
Beam Intensities from 1-20m
im 2m 3m 4m 5m 6m 7m 8m 9m 10m | 11m | 12m | 13m | 14m | 15m | 16m | 17m | 18m | 19m | 20m
3.3ft 6.6ft 9.8ft | 13.1ft | 16.4ft | 19.7ft | 23ft 26.2ft | 29.5ft | 32.8ft | 36.1ft | 39.4ft | 42.7ft | 45.9ft | 49.2ft | 52.5ft | 55.8ft | 59.1ft | 62.3ft | 65.6ft
1830Ix | 457Ix | 203Ix | 114Ix | 73Ix 51Ix 37Ix 29Ix 23Ix 18Ix 15Ix 13Ix 11Ix 9lx 8Ix 7Ix 6lx 6Ix 5Ix 5Ix
170fc | 42.5fc | 18.9fc | 10.6fc | 6.8fc | 4.7fc | 3.5fc | 2.7fc | 2.1fc | 1.7fc | 1.4fc | 1.2fc 1fc 0.9fc | 0.8fc | 0.7fc | 0.6fc | 0.5fc | 0.5fc | 0.4fc
Intensities in 0° c-plane
0° 2° 40 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°
1830 | 1819 | 1776 | 1705 | 1610 | 1495 | 1366 | 1228 | 1083 | 937 795 654 525 410 317 241 180 134 101 77
100% | 99% | 97% | 93% | 88% | 82% | 75% | 67% | 59% | 51% | 43% | 36% | 29% | 22% | 17% | 13% | 10% | 7% 6% 4%
Intensities in 90° c-plane
0° 2° 40 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°
1830 | 1818 | 1775 | 1705 | 1611 | 1497 | 1371 | 1231 | 1086 | 938 796 658 528 413 319 243 182 136 104 79
100% | 99% | 97% | 93% | 88% | 82% | 75% | 67% | 59% | 51% | 44% | 36% | 29% | 23% | 17% | 13% | 10% | 7% 6% 4%
Intensities in 180° c-plane
0° 2° 4° 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°
1830 | 1819 | 1776 | 1705 | 1610 | 1495 | 1366 | 1228 | 1083 | 937 795 654 525 410 317 241 180 134 101 77
100% | 99% | 97% | 93% | 88% | 82% | 75% | 67% | 59% | 51% | 43% | 36% | 29% | 22% | 17% | 13% | 10% | 7% 6% 4%
Intensities in 270° c-plane
0° 2° 4° 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°
1830 | 1818 | 1775 | 1705 | 1611 | 1497 | 1371 | 1231 | 1086 | 938 796 658 528 413 319 243 182 136 104 79
100% | 99% | 97% | 93% | 88% | 82% | 75% | 67% | 59% | 51% | 44% | 36% | 29% | 23% | 17% | 13% | 10% | 7% 6% 4%

Beam angle 50% Field angle 10% Cut-off angle 2.5% Intensity ratio in 120° Intensity ratio in 90°
36.6° 63.9° 83.7° 99.5% 98.3%
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