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Photometric / Colorimetric / Electric Report

Fixture Model:

804S-J2S-HI-40-DIM1-8-1400-FR-LG-P-1-WH-NL

Trim Model:
FR-LG-P-1-WH/NL

Date:
3/14/2022

Light efficiency:
Lumen/Watt

Light quality:

e

Color temperature:

2991 K

CIE 1931:

x: 0.440
y: 0.410

Spectra:

120

Output:
Peak:

Power:

PF:

1300 Im

2238 cd

19.8 W
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Color Details
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CIE 1931

TM-30: 92.6

CIE 1931 ZOOM

CRI: 93.2 (R1-R8)
_Qg_ I7

95 Yo
90 93 93

Cl C2 C3 C4 C5 C6 C7 C8 C9 C10C11C12 C13 C14 C15C16

CRI R Values:

94 93 92

R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15

CQs: 91.8

R1 R2

R3

R4 R

5 R6 R7 R8 R9 R10 | R11 | R12 | R13 | R14 | R15

93.1 | 96.5

99.3

939 | 930 [ 96.6 | 920 | 80.7 | 55.8 | 91.3 | 95.7 | 84.4 | 94.1 | 99.0 | 87.6

TM30 C Values:

C1 c2

C3

C4 | C5

C6 [ C7 | C8 | C9 [ Cl0 | Cl1 | C12 | C13 | Cl14 | C15 | Cl16

90.4 | 92.7 | 92.7

95.2 [ 96.1

973|944 | 973|942 (913|912 | 913 (916 | 883 | 920 | 86.1

CQS Q values:

QL | Q2

Q3

Q4 | Q5 | Q6 [ Q7 [ Q8 | Q9 | Q10 | Q11 | Q12 | Q13 | Q14 | Q15

87.6 | 953

92.1

915 | 93.0 | 93.7 | 940 | 95.0 [ 97.1 | 954 | 94.7 | 94.2 | 93.3 | 859 | 86.6

Color Parameters:

95 5, g, 93 94 04 95 =0 95 95 04 o3

Ql Q2 Q3 Q4 Q5 Q6 Q7 Q8 Q9 Q10 Qll Q12 Q13 Q14 Q15

ccT CRI CRIR9 | TM30Rf | TM30Rg | CQS x y u v Auv
2991 K 93.2 55.8 92.6 97.7 91.8 0.440 0.410 0.250 0.349 0.0017
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TM-30 Details
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Color vector gréphics

91 91 91 92

Hue bin

[7)]
L
<

S

©

o

o

=
2
=

1

S
2
2
T

1
°

o
(&

20%

any

5%
0%
-5%
-10%

Aq yiys ewouy

-15%

-20%

Hue bin

100

3 "xapu Ay1jopid

CES99
CES98
CES97
CES96
CES95
CES94
CES93
CES92
CES91
CES90
CES89
CES88
CES87
CES86
CES85
CES84
CES83
CES82
CES81
CES80
CES79
CES78
CES77
CES76
CES75
CES74
CES73
CEST72
CES71
CEST70
CES69
CES68
CES67
CES66
CES65
CES64
CES63
CES62
CES61
CES60
CES59
CES58
CES57
CES56
CES55
CES54
CES53
CES52
CES51
CES50
CES49
CES48
CES47
CES46
CES45
CES44
CES43
CES42
CES41
CES40
CES39
CES38
CES37
CES36
CES35
CES34
CES33
CES32
CES31
CES30
CES29
CES28
CES27
CES26
CES25
CES24
CES23
CES22
CES21
CES20
CES19
CES18
CES17
CES16
CES15
CES14
CES13
CES12
CES11
CES10
CES09
CES08
CES07
CES06
CESO05
CES04
CES03
CES02
CESO01

Color Evaluation Sample
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Beam Details

Distance (feet) 2 ft 4 ft 6 ft 8 ft 10 ft
241 Ix
Lux* 1504 Ix
6015 Ix
41.8°
Beam center
559 fc
*
Footcandles 140 fc
*measured at
center of beam 62 fc
35fc
22 fc
Beam width (feet) 1.5 ft 3.1ft 4.6 ft 6.1 ft 7.6 ft
Beam Intensities from 1-20m
im 2m 3m 4m 5m 6m 7m 8m 9m | 10m | 1im | 12m | 13m | 14m | 15m | 16m | 17m | 18m | 19m | 20m
3.3ft | 6.6ft | 9.8ft | 13.1ft | 16.4ft | 19.7ft | 23ft | 26.2ft | 29.5ft | 32.8ft | 36.1ft | 39.4ft | 42.7ft | 45.9ft | 49.2ft | 52.5ft | 55.8ft | 59.1ft | 62.3ft | 65.6ft
2235Ix | 559Ix | 248Ix | 140Ix | 89Ix 62Ix 46Ix 35Ix 28Ix 22Ix 18Ix 161x 13Ix 11Ix 10Ix 9lx 8Ix 7Ix 6lx 6Ix
207.6fc| 51.9fc | 23.1fc | 13fc 8.3fc | 5.8fc | 4.2fc | 3.2fc | 2.6fc | 2.1fc | 1.7fc | 1.4fc | 1.2fc | 1.1fc | 0.9fc | 0.8fc | 0.7fc | 0.6fc | 0.6fc | 0.5fc
Intensities in 0° c-plane
0° 2° 4° 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°
2235 | 2225 | 2189 | 2128 | 2046 | 1941 | 1820 | 1688 | 1534 | 1366 | 1197 | 1034 | 878 | 746 | 633 | 529 | 438 | 358 | 288 | 225
100% | 100% | 98% | 95% | 92% | 87% | 81% | 76% | 69% | 61% | 54% | 46% | 39% | 33% | 28% | 24% | 20% | 16% | 13% | 10%
Intensities in 90° c-plane
0° 2° 4° 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°
2235 | 2221 | 2186 | 2132 | 2052 | 1947 | 1826 | 1688 | 1534 | 1365 | 1193 | 1025 | 868 | 734 | 620 | 520 | 432 | 355 | 285 | 226
100% | 99% | 98% | 95% | 92% | 87% | 82% | 76% | 69% | 61% | 53% | 46% | 39% | 33% | 28% | 23% | 19% | 16% | 13% | 10%
Intensities in 180° c-plane
0° 2° 4° 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°
2235 | 2229 | 2196 | 2141 | 2063 | 1958 | 1836 | 1696 | 1544 | 1374 | 1201 | 1031 | 872 | 730 | 615 | 512 | 419 | 342 | 275 | 216
100% | 100% | 98% | 96% | 92% | 88% | 82% | 76% | 69% | 61% | 54% | 46% | 39% | 33% | 27% | 23% | 19% | 15% | 12% | 10%
Intensities in 270° c-plane
0° 2° 4° 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°
2235 | 2221 | 2186 | 2132 | 2052 | 1947 | 1826 | 1688 | 1534 | 1365 | 1193 | 1025 | 868 | 734 | 620 | 520 | 432 | 355 | 285 | 226
100% | 99% | 98% | 95% | 92% | 87% | 82% | 76% | 69% | 61% | 53% | 46% | 39% | 33% | 28% | 23% | 19% | 16% | 13% | 10%
Beam angle 50% Field angle 10% Cut-off angle 2.5% Intensity ratio in 120° Intensity ratio in 90°
41.8° 76° 95.7° 99.6% 96.7%
Number Eight Lighting www.8lighting.com 4|Page



http://www.8lighting.com/

