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LIGHTING

Photometric / Colorimetric / Electric Report
Fixture Model:
804S-J2S-HI-40-DIM1-8-1400-FS-P-1-WH-WW-8-20d

Trim Model:
FS-P-1-WH-WW-8

Date:
4/4/2022 /
Light efficiency: —y
Lumen/Watt
Light quality:
RI: 93.4 ]:] Output: 861 Im
Color temperature: Peak 533 cd
2978 K eax. ¢
CIE 1931 Power: 19.8 W
x: 0.441
y: 0.410 PF: 0.99
Spectra:
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Color Details
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TM-30: 92.8

CIE 1931

CIE 1931 ZOOM

CRI: 93.4 (R1-R8)
99

CRI R Values:

Cl C2 C3 C4 C5 C6 C7 C8 C9 C10C11C12C13C14 C15C16

97

94 93

R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15

CQs: 92.0

Rl | R2 [ R8 | R4 | R5 [ R6 | R7 | R8 [ R9 | R10 | RIl [ R12 | R13 | R14 | Ri15 95 92 o9y 93 94 94 95 = 96 95 94 o4
934 | 968 | 994 | 942 | 93.4 [ 97.0 | 921 | 812 | 56.9 | 920 | 96.1 | 84.9 | 94.4 | 99.0 | 88.0
TM30 C Values:
c1 | c2 | c3|ca|cs|ce|c7|c8 | co|cio|cil|ci2|ci3|cia|cis|Cle
90.6 [ 93.0 (931 | 952 | 96.2 | 97.3 | 944 | 97.3 | 943 | 91.5 | 91.5| 91.4 | 916 | 884 | 921 | 86.3
CQsS Q values:
Q1 Q2 Q3 Q4 | Q5 Q6 | Q7 Q8 Q9 | Q10 | Q11 | Q12 | Q13 | Q14 | Q15
87.8 | 953 | 924 | 91.7 | 933 | 940 | 943 | 951 | 97.0 | 955 | 949 | 945 | 935 | 86.2 | 86.9
Ql Q2 Q3 Q4 Q5 Q6 Q7 Q8 Q9 Q10Q11 Q12 Q13 Q14 Q15
Color Parameters:
CCT CRI CRIR9 TM30 Rf | TM30 Rg cas X y u v Auv
2978 K 93.4 56.9 92.8 97.7 92.0 0.441 0.410 0.251 0.349 0.0016
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TM-30 Details
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Color vector gréphics
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Hue bin
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Color Evaluation Sample
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Angular Distribution
Through 0° and 90° Planes

165 180 165

99.7% light in 180°/cone

861 Im@180° + 3 Im@180° = Total 864 Im
EEI{EU Energy efficiency index): 0.31

Beam Angle: 93.2°W x 66°L

Distance:

2 ft

Beam Details

Beam width:

4 ft 6 ft 8 ft 10 ft
93.2°W ﬁ Footcandles at center:
W fc 7 2f 7¢ 4fc
66°L
4.2 ft 8.5 ft 12.7 ft 16.9 ft 21.2 ft
2.6 ft 5.2 ft 7.8 ft 10.4 ft 13 ft

Beam length:
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