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LIGHTING

Photometric / Colorimetric / Electric Report
Fixture Model:
804S-J2S-WD-4-40-PR1-8-350-FR-P-1-WH

Trim Model:

FR-P-1-WH

Date:
8/6/2024

Light efficiency:
Lumen/Watt

Light quality:

Color temperature:

3008 K Peak: 1872 cd
CIE 1931: Power: 146 W
x: 0.434
y: 0.399 PF: 099

Spectra:
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Color Details
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TM-30: 93.7

0.6

CIE 1931

CRI R Values:

b\l

CIE 1931 ZOOM

CRI: 96.5 (R1-R8)

98

R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15

CQs: 93.7

96 96 95 05

R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15
98.3 | 99.3 | 98.8 | 98.0 | 98.1 | 96.5 | 94.0 | 889 | 75.7 | 97.7 | 97.8 | 85.9 | 99.2 | 98.6 | 95.0
TM30 C Values:
C1 Cc2 C3 C4 C5 C6 Cc7 c8 c9 C10 ( C11 | C12 | C13 | C14 | C15 | C16
93.8 | 955 | 94.6 | 96.3 | 94.3 | 96.7 | 94.4 | 98.4 | 95.0 | 91.8 | 91.2 [ 91.4 | 92.6 | 90.2 | 91.3 | 88.8
CQS Q values:
Q1 Q2 Q3 Q4 | Q5 Q6 | Q7 Q8 Q9 | Q10 | Q11 | Q12 | Q13 | Q14 | Q15
914 | 96.1 | 91.4 | 91.7 [ 948 | 965 | 93.7 | 946 | 98.1 | 95.9 [ 958 | 954 | 95.1 | 91.6 | 91.4
Q1 Q2 Q3 Q4 Q5 Q6 Q7 Q8 Q9 Q10 Q11 Q12 Q13 Q14 Q15
Color Parameters:
cCcT CRI CRIR9 | TM30Rf | TM30 Rg cas X y u v Auv
3008 K 96.5 75.7 93.7 100.2 93.7 0.434 0.399 0.251 0.346 -0.0018
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TM-30 Details

=] ) .
gg ¢ ° 9
55 53 ]
2% 22 —
55 5% i
25 &5 i
prrn b b b b b b b1
o o o o o o o o o
< ™ « — S <) © ~ ©
— — - — -
6y
SSSSS88888888888R
M,H1120111035605_440_J
3
9 ©
EEsccesssscessssess
oY O oY O =) oY O
H RS HANSSABBA D
o
Fl¥uwwos~stonNddnod
[l e le e W el We le i e Mo i e e I ko IS
£
o O NM< WO
W123 OO0 C -
I
X ~N
N~ 3 :oX
. 9 © o
™ (] ©
o £ =
1 - —
> 4
®] R ©

70 80 90 100
Rf

60

50

Color vector gréphics

Hue bin
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Color Evaluation Sample
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Beam Details
Distance (feet) 2 ft 4 ft 6 ft 8 ft 10 ft
201 Ix
Lux* 1256 Ix
5025 Ix
34.1°
Beam center
467 fc
*
Footcandles 117 fc
*measured at
center of beam 52/fc
29 fc
19 fc
Beam width (feet) 1.2 ft 2.5 ft 3.7 ft 4.9 ft 6.1 ft
Beam Intensities from 1-20m
im 2m 3m 4m 5m 6m 7m 8m 9m 10m | 11m | 12m | 13m | 14m | 15m | 16m | 17m | 18m | 19m | 20m
3.3ft 6.6ft 9.8ft | 13.1ft | 16.4ft | 19.7ft | 23ft 26.2ft | 29.5ft | 32.8ft | 36.1ft | 39.4ft | 42.7ft | 45.9ft | 49.2ft | 52.5ft | 55.8ft | 59.1ft | 62.3ft | 65.6ft
1867Ix | 467Ix | 207Ix | 117Ix | 75Ix 52Ix 38Ix 29Ix 23Ix 19Ix 15Ix 13Ix 11Ix 10Ix 8Ix 7Ix 6Ix 6Ix 5Ix 5Ix
173.5fc | 43.4fc | 19.3fc | 10.8fc | 6.9fc | 4.8fc | 3.5fc | 2.7fc | 2.1fc 1.7fc | 1.4fc 1.2fc 1fc 0.9fc | 0.8fc | 0.7fc | 0.6fc | 0.5fc | 0.5fc | 0.4fc
Intensities in 0° c-plane
0° 2° 40 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°
1867 | 1853 | 1805 | 1731 | 1631 | 1507 | 1361 | 1196 | 1020 850 688 544 419 323 247 188 142 108 81 59
100% | 99% | 97% | 93% | 87% | 81% | 73% | 64% | 55% | 45% | 37% | 29% | 22% | 17% | 13% | 10% | 8% 6% 4% 3%
Intensities in 90° c-plane
0° 2° 40 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°
1867 | 1847 | 1800 | 1724 | 1627 | 1508 | 1370 | 1214 | 1037 | 855 685 537 | 414 316 243 186 143 110 83 61
100% | 99% | 96% | 92% | 87% | 81% | 73% | 65% | 56% | 46% | 37% | 29% | 22% | 17% | 13% | 10% | 8% 6% 4% 3%
Intensities in 180° c-plane
0° 2° 4° 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°
1867 | 1853 | 1805 | 1731 | 1631 | 1507 | 1361 | 1196 | 1020 | 850 688 544 | 419 323 247 188 142 108 81 59
100% | 99% | 97% | 93% | 87% | 81% | 73% | 64% | 55% | 45% | 37% | 29% | 22% | 17% | 13% | 10% | 8% 6% 4% 3%
Intensities in 270° c-plane
0° 2° 4° 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°
1867 | 1847 | 1800 | 1724 | 1627 | 1508 | 1370 | 1214 | 1037 | 855 685 537 | 414 316 243 186 143 110 83 61
100% | 99% | 96% | 92% | 87% | 81% | 73% | 65% | 56% | 46% | 37% | 29% | 22% | 17% | 13% | 10% | 8% 6% 4% 3%
Beam angle 50% Field angle 10% Cut-off angle 2.5% Intensity ratio in 120° Intensity ratio in 90°
34.1° 60° 79.1° 99.6% 99.2%
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