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LIGHTING

Photometric / Colorimetric / Electric Report
Fixture Model:
805-J5-HI-3-10-PR1-8.5-350-FS-LG-P-1-WH-NL

Trim Model:

FS-LG-P-1-WH/NL

Date:
1/13/2025

Light efficiency:
Lumen/Watt

Light quality:

Color temperature:

3048 K Peak: 12487 cd
CIE 1931: Power: 146 W
x: 0.430
y: 0.395 PF: 099

Spectra:

IR0
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Color Details
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CIE 1931 ZOOM

TM-30: 95.5 CRI: 95.1 (R1-R8)

Q9
o2 94 94 95

95 95 94 95 9

R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15

CRI R Values: CQS: 95.9

R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 | R11 | R12 | R13 | R14 | R15

934 | 97.1 | 96.4 | 922 | 93.7 | 94.4 | 986 | 947 | 89.2 | 951 | 88.0 | 90.4 | 93.8 | 96.8 | 94.0

TM30 C Values:
€l Cc2 C3 C4 C5 C6 Cc7 c8 c9 C10 ( C11 | C12 | C13 | C14 | C15 | C16
96.2 | 96.4 | 95.5 [ 97.6 | 95.4 | 95.0 [ 94.1 | 949 | 95.8 | 96.7 | 95.4 | 93.9 [ 96.3 | 95.0 | 94.3 | 91.7

CQS Q values:
Q1 Q2 Q3 Q4 | Q5 Q6 | Q7 Q8 Q9 | Q10 | Q11 | Q12 | Q13 | Q14 | Q15
97.0 | 97.8 | 948 | 97.8 | 95.1 | 929 | 95.0 | 98.2 | 97.0 | 98.1 | 96.7 | 958 | 96.2 | 95.7 | 96.2

Q1 Q2 Q3 Q4 Q5 Q6 Q7 Q8 Q9 Q10 Q11 Q12 Q13 Q14 Q15

Color Parameters:
cCcT CRI CRIR9 | TM30Rf | TM30 Rg cQs X y u % Auv
3048 K 95.1 89.2 95.5 103.6 95.9 0.430 0.395 0.250 0.345 -0.0026
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TM-30 Details

3 |
[} @ -
gg & P 1
55 58 ]
23 2= 7
EE EE .
iz 32 ]
55 58 i
25 &5 i
prrn b b b b b b b1
o o o o o o o o o
< ™ « — S <) © ~ ©
— - — — =1
6y
SISESLSLELSE8ERE
SEo7F T ANNTAANONYNAHO
=
9 ©
mmoooooooooooooooo
LIRSS EEEERE
Sm12101__32321332324
o
FQOUWOWL SO~ T OSSN
o < e W e le e lte o i e e le Mo e )l e o))
£
o N ™ O~ O T NOE WO
W1 T T T T T
I
X ©
v X X
- 2 ™M o
To] ©
o = o =B
1 - —
> 4
| o) R ©

70 80 90 100
Rf

60

50

Color vector gréphlcs

95 95 o, 95 96 @O 95 o 98 95 g4

0o
o
Yol
»
©
»
©
»
o o o o o o
m (o] [e6] N~ © Te)
any Aq 1y

Hue bin

[7)]
L
<

S

©

o

o

=
2
=

1

S
2
2
T

1
°

o
(&

0

]

3% oL 2%

%

3% 2% 3% 2%, 1

2% 1%
0% 1%

1%

20%

any

X X
S b
=

Aq yiys ewouy

0%
-5%
-10%

-15%

-20%

Hue bin

100

3 "xapu Ay1jopid

CES99
CES98
CES97
CES96
CES95
CES94
CES93
CES92
CES91
CES90
CES89
CES88
CES87
CES86
CES85
CES84
CES83
CES82
CES81
CES80
CES79
CES78
CES77
CES76
CES75
CES74
CES73
CEST72
CES71
CEST70
CES69
CES68
CES67
CES66
CES65
CES64
CES63
CES62
CES61
CES60
CES59
CES58
CES57
CES56
CES55
CES54
CES53
CES52
CES51
CES50
CES49
CES48
CES47
CES46
CES45
CES44
CES43
CES42
CES41
CES40
CES39
CES38
CES37
CES36
CES35
CES34
CES33
CES32
CES31
CES30
CES29
CES28
CES27
CES26
CES25
CES24
CES23
CES22
CES21
CES20
CES19
CES18
CES17
CES16
CES15
CES14
CES13
CES12
CES11
CES10
CES09
CES08
CES07
CES06
CESO05
CES04
CES03
CES02
CESO01

Color Evaluation Sample
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Beam Details
Distance (feet) 2 ft 4 ft 6 ft 8 ft 10 ft
1315 Ix
Lux* 8218 Ix
32871 Ix
12.8°
Beam center
3054 fc
*

Footcandles 763 fc

*measured at

center of beam 339 fc

191 fc
122 fc

Beam width (feet) 0.4 ft 0.9 ft 1.3 ft 1.8 ft 2.2 ft
Beam Intensities from 1-20m
im 2m 3m 4m 5m 6m 7m 8m 9m 10m | 11m | 12m | 13m | 14m | 15m | 16m | 17m | 18m | 19m | 20m
3.3ft 6.6ft 9.8ft | 13.1ft | 16.4ft | 19.7ft | 23ft 26.2ft | 29.5ft | 32.8ft | 36.1ft | 39.4ft | 42.7ft | 45.9ft | 49.2ft | 52.5ft | 55.8ft | 59.1ft | 62.3ft | 65.6ft
12215Ix| 3054Ix | 1357Ix | 763Ix | 489Ix | 339Ix | 249Ix | 191Ix | 151Ix | 122Ix | 101llx | 85Ix 72Ix 62Ix 54Ix 48Ix 42Ix 38Ix 34Ix 31Ix
1134.8f|283.7fc|126.1fc | 70.9fc | 45.4fc | 31.5fc | 23.2fc | 17.7fc | 14fc | 11.3fc | 9.4fc | 7.9fc | 6.7fc | 5.8fc 5fc 4.4fc | 3.9fc | 3.5fc | 3.1fc | 2.8fc
Intensities in 0° c-plane
0° 1° 2° 3° 4° 5° 6° 7° 8° 9° 10° 11° 12° 13° 14° 15° 16° 17° 18° 19°
12.2K | 12.4K | 12.3K | 11.4K | 10.0K | 84K | 6.8K | 54K | 41K | 31K | 24K | 1.9 | 15K | 1.2K | 1.0K | 0.9K | 0.7K | 0.6K | 0.5K | 0.4K
100% | 102% | 100% | 93% | 82% | 69% | 56% | 44% | 34% | 26% | 20% | 15% | 12% | 10% | 9% 7% 6% 5% 4% 3%
Intensities in 90° c-plane
0° 1° 2° 3° 4° 5° 6° 7° 8° 9° 10° 11° 12° 13° 14° 15° 16° 17° 18° 19°
12.2K | 12.5K | 12.2K | 11.4K | 10.0K | 8.4K | 6.8K | 54K | 41K | 32K | 24K | 1.9k | 15K | 1.3K | 1.1K | 09K | 0.7K | 0.6K | 0.5K | 0.4K
100% | 102% | 100% | 93% | 82% | 69% | 56% | 44% | 34% | 26% | 20% | 16% | 13% | 10% | 9% 7% 6% 5% 4% 3%
Intensities in 180° c-plane
0° 1° 2° 3° 4° 5° 6° 7° 8° 9° 10° 11° 12° 13° 14° 15° 16° 17° 18° 19°
12.2K | 12.4K | 12.3K | 11.4K | 10.0K | 8.4K | 6.8K | 5.4K | 41K | 31K | 24K | 19K | 15K | 1.2K | 1.0K | 0.9K | 0.7K | 0.6K | 0.5K | 0.4K
100% | 102% | 100% | 93% | 82% | 69% | 56% | 44% | 34% | 26% | 20% | 15% | 12% | 10% | 9% 7% 6% 5% 4% 3%
Intensities in 270° c-plane
0° 1° 2° 3° 4° 5° 6° 7° 8° 9° 10° 11° 12° 13° 14° 15° 16° 17° 18° 19°
12.2K | 12.5K | 12.2K | 11.4K | 10.0K | 8.4K | 6.8K | 5.4K | 41K | 32K | 24K | 19K | 15K | 1.3K | 1.1K | 0.9K | 0.7K | 0.6K | 0.5K | 0.4K
100% | 102% | 100% | 93% | 82% | 69% | 56% | 44% | 34% | 26% | 20% | 16% | 13% | 10% | 9% 7% 6% 5% 4% 3%

Beam angle 50% Field angle 10% Cut-off angle 2.5% Intensity ratio in 120° Intensity ratio in 90°
12.8° 26.1° 41.4° 99.4% 98.8%
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