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LIGHTING

Photometric / Colorimetric / Electric Report

Fixture Model:
805-J5-TW-25-3000K-DAL2-8.5-700-FR-LG-P-1-WH-
NL

Trim Model:

FR-LG-P-1-WH/NL

Date:
1/20/2025

Light efficiency:

Light quality:
RI: 96.8 | Output: 819 Im

Color temperature: Peak S
A .
3023 K el c
CIE 1931: Power: 15.5W
x: 0.429
Spectra:
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Color Details

» { 3023 K

A

. x: 0.429
1 ' ' y: 0.390

TM-30: 92.8

CIE 1931

96 Y6 94 93 93 94 o YO

CRI R Values:

CIE 1931 ZOOM

CRI: 96.8 (R1-R8)
_Q.QJQ_WQ;._Q.Q_ %95 g3 965

85

R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15

CQsS:92.2

08

RL | R2 | R3 | R4 | R5 | R6 | R7 | R8 | R9 | R10 | R11 | R12 | R13 | R14 | R15 94 94 93 93 7 93 93 93 94 94 94
99.1 | 986 | 96.1 | 96.7 | 99.0 | 959 | 953 | 933 | 853 | 96.2 | 952 | 835 | 99.1 | 96.8 | 985
TM30 C Values:
c1 | c2 | c3|ca|cs|ce|c7|c8 | co|cio|cil|ci2|ci3|cia|cis|Cle
955 | 956 [ 91.2 | 941 | 925 | 929 | 941 | 96.2 [ 96.2 | 91.1 | 88.3 | 89.6 | 93.6 | 90.5 | 92.6 | 88.1
CQsS Q values:
Q1 Q2 Q3 Q4 | Q5 Q6 | Q7 Q8 Q9 | Q10 | Q11 | Q12 | Q13 | Q14 | Q15
94.0 | 976 | 86.7 | 886 | 943 | 92.9 | 88.6 | 926 | 968 | 929 | 929 | 93.3 | 94.1 | 936 | 938
Q1 Q2 Q3 Q4 Q5 Q6 Q7 Q8 Q9 Q10Q11Q12Q13 Q14 Q15
Color Parameters:
CCT CRI CRIR9 TM30 Rf | TM30 Rg cas X y u v Auv
3023 K 96.8 85.3 92.8 103.1 92.2 0.429 0.390 0.252 0.343 -0.0048
Number Eight Lighting www.8lighting.com 2|Page



http://www.8lighting.com/

TM-30 Details
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Color vector gréphics
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Color Evaluation Sample
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Beam Details

Distance (feet) 2 ft 4 ft 6 ft 8 ft 10 ft
287 Ix
Lux* 1792 Ix
7168 Ix
27.6°
Beam center
666 fc
*
Footcandles 166 fc
*measured at
center of beam 74/fc
42|fc
27 fc
Beam width (feet) 1 ft 2 ft 2.9 ft 3.9 ft 4.9 ft
Beam Intensities from 1-20m
im 2m 3m 4m 5m 6m 7m 8m 9m | 10m | 1im | 12m | 13m | 14m | 15m | 16m | 17m | 18m | 19m | 20m
3.3ft | 6.6ft | 9.8ft | 13.1ft | 16.4ft | 19.7ft | 23ft | 26.2ft | 29.5ft | 32.8ft | 36.1ft | 39.4ft | 42.7ft | 45.9ft | 49.2ft | 52.5ft | 55.8ft | 59.1ft | 62.3ft | 65.6ft
2664Ix | 666Ix | 296Ix | 166Ix | 107Ix | 74Ix 541x 42Ix 33lIx 271x 22Ix 18Ix 161x 14Ix 12Ix 10Ix 9lx 8Ix 7Ix 7Ix
247.5fc| 61.9fc | 27.5fc | 15.5fc | 9.9fc | 6.9fc | 5.1fc | 3.9fc | 3.1fc | 2.5fc 2fc 1.7fc | 1.5fc | 1.3fc | 1.1fc 1fc 0.9fc | 0.8fc | 0.7fc | 0.6fc
Intensities in 0° c-plane
0° 2° 4° 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°
2664 | 2624 | 2506 | 2320 | 2093 | 1837 | 1568 | 1305 | 1058 | 839 | 654 | 504 | 391 | 303 | 240 | 193 | 157 | 130 | 107 90
100% | 99% | 94% | 87% | 79% | 69% | 59% | 49% | 40% | 31% | 25% | 19% | 15% | 11% | 9% % 6% 5% 4% 3%
Intensities in 90° c-plane
0° 2° 4° 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°
2664 | 2623 | 2508 | 2325 | 2099 | 1844 | 1576 | 1306 | 1058 | 835 | 650 | 499 | 384 | 298 | 236 | 190 | 156 | 129 | 107 89
100% | 98% | 94% | 87% | 79% | 69% | 59% | 49% | 40% | 31% | 24% | 19% | 14% | 11% | 9% % 6% 5% 4% 3%
Intensities in 180° c-plane
0° 2° 4° 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°
2664 | 2624 | 2506 | 2320 | 2093 | 1837 | 1568 | 1305 | 1058 | 839 | 654 | 504 | 391 | 303 | 240 | 193 | 157 | 130 | 107 90
100% | 99% | 94% | 87% | 79% | 69% | 59% | 49% | 40% | 31% | 25% | 19% | 15% | 11% | 9% 7% 6% 5% 4% 3%
Intensities in 270° c-plane
0° 2° 4° 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°
2664 | 2623 | 2508 | 2325 | 2099 | 1844 | 1576 | 1306 | 1058 | 835 | 650 | 499 | 384 | 298 | 236 | 190 | 156 | 129 | 107 89
100% | 98% | 94% | 87% | 79% | 69% | 59% | 49% | 40% | 31% | 24% | 19% | 14% | 11% | 9% 7% 6% 5% 4% 3%
Beam angle 50% Field angle 10% Cut-off angle 2.5% Intensity ratio in 120° Intensity ratio in 90°
27.6° 54° 82.5° 99.4% 97.1%
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