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LIGHTING

Photometric / Colorimetric / Electric Report

Fixture Model:
805-J5-TW-40-3000K-DAL2-8.5-700-FR-LG-P-1-WH-
NL

Trim Model:

FR-LG-P-1-WH/NL

Date:
1/17/2025

Light efficiency:

Light quality:
RI: 96.7 l Output: 888 Im

Color temperature: Peak ] et
A .
3018 K el c
CIE 1931: Power: 15.5W
x: 0.429
Spectra:
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Color Details

4 3018 K

A

. x: 0.429
1 ' ' y: 0.390
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TM-30: 92.8

CIE 1931

96 Y6

94 o o3 94 2& 20

CIE 1931 ZOOM

CRI: 96.7 (R1-R8)

96 95 g3 96 95

85

R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15

CQs: 92.1

CRI R Values: o Q B

Rl | R2 | R3 | R4 | R5 [ R6 | R7 | R8 | RO | R10 | R11 | R12 | R13 | R14 | R15 94 94 93 ' 93 93 93 94 94 94
99.1 | 98.6 | 96.0 | 96.7 [ 98.9 [ 96.0 | 953 [ 932 [ 851 | 959 | 951 | 834 | 99.1 | 96.7 | 98.4
TM30 C Values:

Cc1 | c2|c3|ca|cs|c6|cr|c8|cCo|Clw|cCii|Ci2|cCi3|Ci4|Ci5|Cl6

955 | 95.6 [ 91.1 | 94.0 | 925 | 92.8 | 94.1 | 96.1 | 96.5 | 91.6 | 88.3 | 89.5 | 93.6 | 90.5 | 92.6 | 88.0
CQsS Q values:

Q1 Q2 Q3 Q4 | Q5 Q6 | Q7 Q8 Q9 | Q10 | Q11 | Q12 | Q13 | Q14 | Q15

939 | 97.6 | 86.6 | 887 | 942 | 927 | 885 | 925 | 96.8 [ 92.8 | 92.9 | 933 | 941 | 935 | 93.8

Q1 Q2 Q3 Q4 Q5 Q6 Q7 Q8 Q9 Q10 Q11 Q12Q13 Q14 Q15
Color Parameters:
CCT CRI CRIR9 TM30 Rf | TM30 Rg cQs X y u v Auv

3018 K 96.7 85.1 92.8 103.2 921 0.429 0.390 0.252 0.343 -0.0047
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TM-30 Details
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Hue bin
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CES61
CES60
CES59
CES58
CES57
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CES55
CES54
CES53
CES52
CES51
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CES49
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CES47
CES46
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CES44
CES43
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CES41
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CES33
CES32
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Color Evaluation Sample
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Beam Details
Distance (feet) 2 ft 4 ft 6 ft 8 ft 10 ft
209 Ix
57
Lux* 1303 Ix
5213 Ix
35.6°
Beam center
484 fc
*
Footcandles 121 fc
*measured at
center of beam 54fc
30/fc
19 fc
Beam width (feet) 1.3 ft 2.6 ft 3.8 ft 5.1 ft 6.4 ft
Beam Intensities from 1-20m
im 2m 3m 4m 5m 6m 7m 8m 9m 10m | 11m | 12m | 13m | 14m | 15m | 16m | 17m | 18m | 19m | 20m
3.3ft 6.6ft 9.8ft | 13.1ft | 16.4ft | 19.7ft | 23ft 26.2ft | 29.5ft | 32.8ft | 36.1ft | 39.4ft | 42.7ft | 45.9ft | 49.2ft | 52.5ft | 55.8ft | 59.1ft | 62.3ft | 65.6ft
1937Ix | 484lx | 215Ix | 121Ix | 77Ix 54Ix 40Ix 30Ix 241x 19Ix 161x 13Ix 11Ix 10Ix 9lx 8Ix 7Ix 6Ix 5Ix 5Ix
180fc | 45fc 20fc | 11.2fc | 7.2fc 5fc 3.7fc | 2.8fc | 2.2fc 1.8fc | 1.5fc 1.2fc | 1.1fc | 0.9fc | 0.8fc | 0.7fc | 0.6fc | 0.6fc | 0.5fc | 0.4fc
Intensities in 0° c-plane
0° 2° 40 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°
1937 | 1925 | 1872 | 1790 | 1685 | 1558 | 1418 | 1266 | 1108 951 802 668 551 450 369 300 240 193 154 122
100% | 99% | 97% | 92% | 87% | 80% | 73% | 65% | 57% | 49% | 41% | 34% | 28% | 23% | 19% | 15% | 12% | 10% | 8% 6%
Intensities in 90° c-plane
0° 2° 40 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°
1937 | 1923 | 1874 | 1795 | 1686 | 1559 | 1419 | 1268 | 1111 952 805 669 549 451 369 299 241 192 153 121
100% | 99% | 97% | 93% | 87% | 80% | 73% | 65% | 57% | 49% | 42% | 35% | 28% | 23% | 19% | 15% | 12% | 10% | 8% 6%
Intensities in 180° c-plane
0° 2° 40 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°
1937 | 1925 | 1872 | 1790 | 1685 | 1558 | 1418 | 1266 | 1108 | 951 | 802 668 | 551 | 450 369 300 | 240 193 154 122
100% | 99% | 97% | 92% | 87% | 80% | 73% | 65% | 57% | 49% | 41% | 34% | 28% | 23% | 19% | 15% | 12% | 10% | 8% 6%
Intensities in 270° c-plane
0° 2° 4° 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°
1937 | 1923 | 1874 | 1795 | 1686 | 1559 | 1419 | 1268 | 1111 | 952 | 805 669 | 549 | 451 369 299 | 241 192 153 121
100% | 99% | 97% | 93% | 87% | 80% | 73% | 65% | 57% | 49% | 42% | 35% | 28% | 23% | 19% | 15% | 12% | 10% | 8% 6%
Beam angle 50% Field angle 10% Cut-off angle 2.5% Intensity ratio in 120° Intensity ratio in 90°
35.6° 67.9° 91° 99.5% 96.8%
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