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LIGHTING

Photometric / Colorimetric / Electric Report

Fixture Model:
805-J5-TW-25-3000K-DAL2-8.5-700-FS-P-1-WH-35d

Trim Model:
FS-P-1-WH

Date:
1/20/2025

Light efficiency:

Light quality:
RI: 96.8 l Output: 728 Im

Color temperature: Peak S
A .
3019 K el c
CIE 1931: Power: 15.5W
x: 0.429
Spectra:
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CQsS:92.2

CRI R Values: o Q B

RL | R2 | R3 | R4 | R5 | R6E | R7 | R8 | RO | R10 | R11 | R12 | R13 | R14 | R15 94 94 93 “ 93 93 93 94 94 94
99.1 | 98.6 | 96.2 | 96.8 | 99.0 [ 959 | 952 | 932 | 85.3 | 96.3 | 95.2 | 83.7 | 99.0 | 96.9 | 985
TM30 C Values:

c1 | cz2|c3|ca|cs|ce|c7|cs|co|cio|ci|ci2|ci3|ci4|ci5|Cl6

955 | 956 [ 91.2 | 94.1 | 925 | 93.0 | 94.1 [ 96.3 [ 96.5 | 91.5 | 88.4 | 89.6 | 93.6 | 90.5 | 92.6 | 88.1
CQsS Q values:

Q1 Q2 Q3 Q4 | Q5 Q6 | Q7 Q8 Q9 | Q10 | Q11 | Q12 | Q13 | Q14 | Q15

94.0 | 976 | 86.7 | 886 | 942 [ 93.0 | 88.6 | 925 | 96.8 | 929 | 929 | 932 | 94.0 | 935 | 938

Q1 Q2 Q3 Q4 Q5 Q6 Q7 Q8 Q9 Q10 Q11 Q12 Q13 Q14 Q15
Color Parameters:
CCT CRI CRIR9 TM30 Rf | TM30 Rg cQs X y u v Auv

3019 K 96.8 85.3 92.8 103.1 92.2 0.429 0.389 0.252 0.343 -0.0049
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CES99

Approx. limits for sources
on the Planckian locus.
practical light sources.
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Color Evaluation Sample
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Aiming Angle

105° 105°
90° 90°
75° 75°
5o° 1200 60°
1800
45° 45°
2400
3000
30° 15° 0° 15° 30°
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