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Beam angle 

x: 0.355 
y: 0.363 

Photometric / Colorimetric / Electric Report 
Fixture Model: 

805-J5-TW-25-4700K-DAL2-8.5-700-FS-P-1-WH 
 

Trim Model: 

FS-P-1-WH 
 

Date: 

2/3/2025 

Spectra: 

Light efficiency: 
 53 Lumen/Watt 

Light quality:

 
 Color temperature:

 
 

CRI: 93.0 

4695 K 

Output: 

Peak: 

Power: 

PF: 

803 lm 

2896 cd 

15.3 W 

1.0 

CIE 1931: 
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4695 K 

CRI R Values: 
R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15 

93.4 94.6 93.6 93.1 91.5 90.6 96.7 90.2 72.4 85.4 92.2 66.1 93.9 96.1 91.6 

TM30 C Values:  
C1 C2 C3 C4 C5 C6 C7 C8 C9 C10 C11 C12 C13 C14 C15 C16 

90.9 94.0 90.4 92.0 92.4 95.7 95.4 93.8 90.0 83.9 82.8 89.2 92.7 94.1 85.4 90.5 

CQS Q values: 
Q1 Q2 Q3 Q4 Q5 Q6 Q7 Q8 Q9 Q10 Q11 Q12 Q13 Q14 Q15 

92.2 98.9 85.2 83.3 88.2 90.8 93.5 95.7 97.1 94.1 93.7 94.9 95.6 92.1 92.7 

 

 

CQS: 91.5 

CCT CRI CRI R9 TM30 Rf TM30 Rg CQS x y u v Δuv 

4695 K 93.0 72.4 90.7 99.3 91.5 0.355 0.363 0.214 0.328 0.0019 

 

TM-30: 90.7                    CRI: 93.0 (R1-R8) 

Δuv: 0.0019 

CIE 1931 ZOOM CIE 1931 

x: 0.355 
y: 0.363 

Color Parameters: 

Color Details 

http://www.8lighting.com/
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TM-30 Details 
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Color Evaluation Sample 
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Color distortion graphics 

Color vector graphics 
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   Shifts (%) 
Hue Bin Rf Chroma Hue 

1 91 -4% 0% 

2 94 -3% 2% 

3 90 -2% 5% 

4 92 -1% 3% 

5 92 -2% 2% 

6 96 1% 0% 

7 95 -2% -1% 

8 94 -3% 1% 

9 90 -4% 6% 

10 84 -2% 10% 

11 83 3% 11% 

12 89 4% 5% 

13 93 5% -2% 

14 94 3% -2% 

15 85 6% -11% 

16 90 -1% -5% 

 

 

Rf 90.7 
Fidelity index Rf 

Rg 99.3 
Gamut index Rg 

Approx. limits for sources 
on the Planckian locus. 

Approx. limits for 
practical light sources. 

1 

2 

1 2 
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Beam Intensities from 1-20m   
1m 2m 3m 4m 5m 6m 7m 8m 9m 10m 11m 12m 13m 14m 15m 16m 17m 18m 19m 20m 

3.3ft 6.6ft 9.8ft 13.1ft 16.4ft 19.7ft 23ft 26.2ft 29.5ft 32.8ft 36.1ft 39.4ft 42.7ft 45.9ft 49.2ft 52.5ft 55.8ft 59.1ft 62.3ft 65.6ft 

2896lx 724lx 322lx 181lx 116lx 80lx 59lx 45lx 36lx 29lx 24lx 20lx 17lx 15lx 13lx 11lx 10lx 9lx 8lx 7lx 

269fc 67.3fc 29.9fc 16.8fc 10.8fc 7.5fc 5.5fc 4.2fc 3.3fc 2.7fc 2.2fc 1.9fc 1.6fc 1.4fc 1.2fc 1.1fc 0.9fc 0.8fc 0.7fc 0.7fc 

 
 
 

Intensities in 0° c-plane   
0° 2° 4° 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38° 

2896 2848 2716 2510 2260 1979 1681 1388 1116 875 676 515 393 300 231 176 129 91 63 41 

100% 98% 94% 87% 78% 68% 58% 48% 39% 30% 23% 18% 14% 10% 8% 6% 4% 3% 2% 1% 

 
 

Intensities in 90° c-plane    

0° 2° 4° 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38° 

2896 2852 2725 2524 2274 1990 1692 1397 1126 885 685 521 396 302 232 176 128 89 62 41 

100% 99% 94% 87% 79% 69% 58% 48% 39% 31% 24% 18% 14% 10% 8% 6% 4% 3% 2% 1% 

 

 
Intensities in 180° c-plane    

0° 2° 4° 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38° 

2896 2848 2716 2510 2260 1979 1681 1388 1116 875 676 515 393 300 231 176 129 91 63 41 

100% 98% 94% 87% 78% 68% 58% 48% 39% 30% 23% 18% 14% 10% 8% 6% 4% 3% 2% 1% 

 
 

Intensities in 270° c-plane    

0° 2° 4° 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38° 

2896 2852 2725 2524 2274 1990 1692 1397 1126 885 685 521 396 302 232 176 128 89 62 41 

100% 99% 94% 87% 79% 69% 58% 48% 39% 31% 24% 18% 14% 10% 8% 6% 4% 3% 2% 1% 

 
 
 

Beam angle 50% Field angle 10% Cut-off angle 2.5% Intensity ratio in 120° 
cone 

Intensity ratio in 90° 
cone 27.2° 52.6° 70.4° 99.5% 98.9% 

 

2 ft 4 ft 6 ft 8 ft 10 ft Distance (feet) 

 
4.8 ft  

27.2° 

 
3.9 ft  

 
2.9 ft  

 
1.9 ft  

 
1 ft  

Lux* 

Footcandles* 
*measured at 
center of beam 

 
Beam width (feet) 

312 lx 

487 lx 

866 lx 

1948 lx 

7792 lx 

29 fc 

45 fc 

80 fc 

181 fc 

724 fc 

Beam center 

Beam Details 
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