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LIGHTING

Photometric / Colorimetric / Electric Report
Fixture Model:
804S-K2S-WD-2-40-DIM1-8-350-FR-LG-P-1-WH-NL
Trim Model:

FR-LG-P-1-WH-NL

Date:
3/31/2022

Light efficiency:
Lumen/Watt

Light quality:

Color temperature:

2887 K Peak: 1758 cd
CIE 1931: Power: 146 W
x: 0.443
y: 0.403 PF: 099

Spectra:

|___400 450 RN 650 700 750 800
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Color Details
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0.3 0.4 0.5

TM-30: 94.4

0.6

CIE 1931

CIE 1931 ZOOM

CRI: 96.9 (R1-R8)

99 99 = 98 g7
IT 95 L

R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15

CQsS: 94.2

Ri | R2 [ R3 [ Ra [ Rs | Re [ R7 | Re | Ro | Rio | R1z | Ri2 | R13 | Rua | Ris 20 2% 94 95 J0 2o Y0 95
98.6 | 99.4 | 98.8 | 985 | 98.6 | 96.9 | 946 | 89.8 | 77.6 | 98.0 | 97.3 | 88.2 | 99.3 | 985 | 953
TM30 C Values:
c1 | c2|cs|ca|cs|ce|cr|cs|co|ciofcui|ciz|cis|cia|cis|ce
946 | 96.1 | 950 [ 96.1 | 96.2 | 96.7 | 95.1 | 98.3 | 96.4 | 93.8 | 92.7 | 91.7 | 92.7 | 90.6 | 94.4 | 888
CQS Q values:
Q1 Q2 Q3 Q4 | Q5 Q6 | Q7 Q8 Q9 | Q10 | Q11 | Q12 | Q13 | Q14 | Q15
91.8 | 959 | 92.4 | 932 | 96.1 | 96.1 | 939 | 95.0 | 97.8 | 96.2 | 96.3 | 95.9 | 955 | 921 | 919
Q1 Q2 Q3 Q4 Q5 Q6 Q7 Q8 Q9 Q10 Q11 Q12Q13 Q14 Q15
Color Parameters:
CCT CRI CRIR9 TM30 Rf | TM30 Rg cQs X y u \% Auv
2887 K 96.9 77.6 94.4 100.5 94.2 0.443 0.403 0.255 0.348 -0.0013
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TM-30 Details
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Color vector gréphics
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Beam Details

Distance (feet) 2 ft 4 ft 6 ft 8 ft 10 ft
189 Ix
Lux* 1182 Ix
4729 Ix
37.8°
Beam center
439 fc
Footcandles* 110 fc
*measured at
centeruof beam 49/fc
27 fc
18 fc
Beam width (feet) 1.4 ft 2.7 ft 4.1 ft 5.5 ft 6.9 ft

Beam Intensities from 1-20m

im 2m 3m 4m 5m 6m m 8m om 10m 11m 12m 13m 14m 15m 16m 17m 18m 19m 20m

3.3ft | 6.6ft | 9.8ft | 13.1ft | 16.4ft | 19.7ft | 23ft | 26.2ft | 29.5ft | 32.8ft | 36.1ft | 39.4ft | 42.7ft | 45.9ft | 49.2ft | 52.5ft | 55.8ft | 59.1ft | 62.3ft | 65.6ft

1758Ix | 439Ix | 195Ix | 110Ix | 70Ix 49Ix 361x 27Ix 22Ix 18Ix 15Ix 12Ix 10Ix 9lx 8Ix 7Ix 6lx 5Ix 5Ix 4Ix

163.3fc | 40.8fc | 18.1fc | 10.2fc | 6.5fc | 4.5fc | 3.3fc | 2.6fc 2fc 1.6fc | 1.3fc | 1.1lfc 1fc 0.8fc | 0.7fc | 0.6fc | 0.6fc | 0.5fc | 0.5fc | 0.4fc

Intensities in 0° c-plane

0° | 2 | 4 | e | 8 | 10° | 12° | 14° | 16° | 18 | 20° | 22° | 24° | 26° | 28° | 30° | 32° | 34° | 36° | 38°

1758 | 1745 | 1704 | 1641 | 1557 | 1451 | 1334 | 1207 | 1073 940 808 687 575 478 397 328 269 219 178 144

100% | 99% 97% 93% 89% | 83% 76% | 69% 61% | 53% | 46% | 39% | 33% 27% 23% 19% 15% 12% 10% 8%

Intensities in 90° c-plane

0° 22 | 4 | 6 | & | 10° | 12° | 14° | 16° | 18° | 20° | 22° | 24° | 26° | 28° | 30° | 32° | 34° | 36° | 38°

1758 | 1745 | 1704 | 1641 | 1557 | 1451 | 1334 | 1207 | 1073 940 808 687 575 478 397 328 269 219 178 144

100% | 99% 97% 93% 89% 83% 76% 69% 61% 53% 46% 39% 33% 27% 23% 19% 15% 12% 10% 8%

Intensities in 180° c-plane

0° 2° 4° 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°

1758 | 1745 | 1704 | 1641 | 1557 | 1451 | 1334 | 1207 | 1073 940 808 687 575 478 397 328 269 219 178 144

100% | 99% 97% 93% 89% 83% 76% 69% 61% 53% 46% 39% 33% 27% 23% 19% 15% 12% 10% 8%

Intensities in 270° c-plane

0° 2° 4° 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°

1758 | 1745 | 1704 | 1641 | 1557 | 1451 | 1334 | 1207 | 1073 940 808 687 575 478 397 328 269 219 178 144

100% | 99% 97% 93% 89% 83% 76% 69% 61% 53% 46% 39% 33% 27% 23% 19% 15% 12% 10% 8%

Beam angle 50% Field angle 10% Cut-off angle 2.5% Intensity ratio in 120° Intensity ratio in 90°

37.8° 72.2° 97.3° 99.2% 95.1%
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