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LIGHTING

Photometric / Colorimetric / Electric Report

Fixture Model:

804S-K2S-WD-40-DIM1-8-350-FS-P-1-WH

Trim Model: ; =
FS-P-1-WH - NS
Date: ,\V?/ -
4/8/2022 . /

=

Light efficiency:
Lumen/Watt

Light quality:

Color temperature:

3099 K Peak: 1708 cd
CIE 1931: Power: 14.6 W
x: 0.429
y: 0.399 PF: 1.0

Spectra:

IR0
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Color Details
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TM-30: 93.4

0.6

CIE 1931

CIE 1931 ZOOM

CRI: 96.8 (R1-R8)

CRI R Values:

R2 R3 R4 R5

CQs:93.9

R6 R7 R8 R9 R10 R11 R12 R13 R14 R15

R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15
98.3 | 986 | 96.9 | 98.2 | 975 | 969 | 96.0 | 91.8 | 80.5 | 95.1 | 974 | 81.7 | 98.9 | 97.3 | 95.8
TM30 C Values:
C1 Cc2 C3 C4 C5 C6 Cc7 c8 c9 C10 ( C11 | C12 | C13 | C14 | C15 | C16
945 | 96.1 | 94.6 | 955 | 93.4 | 96.6 | 93.8 | 98.4 | 94.4 | 89.9 | 89.5 [ 91.2 | 94.0 | 90.9 | 91.8 | 88.5
CQS Q values:
Q1 Q2 Q3 Q4 | Q5 Q6 | Q7 Q8 Q9 | Q10 | Q11 | Q12 | Q13 | Q14 | Q15
92.6 | 96.8 | 89.9 | 90.4 | 943 | 959 | 93.4 | 95.2 | 97.5 | 955 | 96.0 | 96.3 | 96.4 | 93.2 | 93.0
Q1 Q2 Q3 Q4 Q5 Q6 Q7 Q8 Q9 Q10 Q11 Q12 Q13 Q14 Q15
Color Parameters:
cCcT CRI CRIR9 | TM30Rf | TM30 Rg cas X y u v Auv
3099 K 96.8 80.5 93.4 100.5 93.9 0.429 0.399 0.248 0.346 -0.0009
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TM-30 Details

Hue Bin
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Rf 93.4
Fidelity index Rf
Rg 100.5
Gamut index Rg
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Color vector gréphics
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Color Evaluation Sample
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Beam Details
Distance (feet) 2 ft 4 ft 6 ft 8 ft 10 ft
184 Ix
51
Lux* 1149 Ix
4597 Ix
37.9°
Beam center
427 fc
*
Footcandles 107 fc
*measured at
center of beam 47 fc
27 fc
17 fc
Beam width (feet) 1.4 ft 2.7 ft 4.1 ft 5.5 ft 6.9 ft
Beam Intensities from 1-20m
im 2m 3m 4m 5m 6m 7m 8m 9m 10m | 11m | 12m | 13m | 14m | 15m | 16m | 17m | 18m | 19m | 20m
3.3ft 6.6ft 9.8ft | 13.1ft | 16.4ft | 19.7ft | 23ft 26.2ft | 29.5ft | 32.8ft | 36.1ft | 39.4ft | 42.7ft | 45.9ft | 49.2ft | 52.5ft | 55.8ft | 59.1ft | 62.3ft | 65.6ft
1708Ix | 427Ix | 190Ix | 107Ix | 68Ix 471 35Ix 271x 21Ix 171x 141x 12Ix 10Ix 9lx 8Ix 7Ix 6Ix 5lx 5Ix 41x
158.7fc | 39.7fc | 17.6fc | 9.9fc | 6.3fc | 4.4fc | 3.2fc | 2.5fc 2fc 1.6fc | 1.3fc 1.1fc | 0.9fc | 0.8fc | 0.7fc | 0.6fc | 0.5fc | 0.5fc | 0.4fc | 0.4fc
Intensities in 0° c-plane
0° 2° 40 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°
1708 | 1698 | 1660 | 1600 | 1515 | 1413 | 1301 | 1177 | 1047 916 787 665 555! 458 374 304 243 191 149 115
100% | 99% | 97% | 94% | 89% | 83% | 76% | 69% | 61% | 54% | 46% | 39% | 32% | 27% | 22% | 18% | 14% | 11% | 9% %
Intensities in 90° c-plane
0° 2° 40 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°
1708 | 1698 | 1660 | 1600 | 1515 | 1413 | 1301 | 1177 | 1047 916 787 665 555} 458 374 304 243 191 149 115
100% | 99% | 97% | 94% | 89% | 83% | 76% | 69% | 61% | 54% | 46% | 39% | 32% | 27% | 22% | 18% | 14% | 11% | 9% 7%
Intensities in 180° c-plane
0° 2° 4° 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°
1708 | 1698 | 1660 | 1600 | 1515 | 1413 | 1301 | 1177 | 1047 | 916 787 665 555 458 374 304 243 191 149 115
100% | 99% | 97% | 94% | 89% | 83% | 76% | 69% | 61% | 54% | 46% | 39% | 32% | 27% | 22% | 18% | 14% | 11% | 9% 7%
Intensities in 270° c-plane
0° 2° 4° 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°
1708 | 1698 | 1660 | 1600 | 1515 | 1413 | 1301 | 1177 | 1047 | 916 787 665 555 458 374 304 243 191 149 115
100% | 99% | 97% | 94% | 89% | 83% | 76% | 69% | 61% | 54% | 46% | 39% | 32% | 27% | 22% | 18% | 14% | 11% | 9% 7%
Beam angle 50% Field angle 10% Cut-off angle 2.5% Intensity ratio in 120° Intensity ratio in 90°
37.9° 69.9° 90.7° 99.4% 96.6%
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