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LIGHTING

Photometric / Colorimetric / Electric Report
Fixture Model:

804S-M2S-WD-4-15-PR1-8-350-FS-P-1-WH-45d

Trim Model:
FS-P-1-WH

Date:
1/9/2025

Light efficiency:
Lumen/Watt

Light quality:

Color temperature:

3022 K Peak: 3393 cd
CIE 1931: Power: 144 W
x: 0.435
y: 0.401 PF: 0.99

Spectra:
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Color Details
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TM-30: 93.5
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CIE 1931

CRI R Values:
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CIE 1931 ZOOM

CRI: 96.2 (R1-R8)

94

R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15

CQs: 93.7

Jo Yo Yo 06

R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15
97.7 | 99.0 | 986 | 97.8 | 97.3 | 97.1 | 94.2 | 88.2 | 73.4 | 96.3 | 98.1 | 84.8 | 98,5 | 98.3 | 94.0
TM30 C Values:
C1 Cc2 C3 C4 C5 C6 Cc7 c8 c9 C10 ( C11 | C12 | C13 | C14 | C15 | C16
93.4 | 954 | 948 [ 96.0 | 94.2 | 97.0 | 94.3 | 98.3 | 94.5 | 91.0 | 90.9 | 91.4 | 92.6 | 90.1 | 91.0 | 88.5
CQS Q values:
Q1 Q2 Q3 Q4 | Q5 Q6 | Q7 Q8 Q9 | Q10 | Q11 | Q12 | Q13 | Q14 | Q15
90.9 | 959 | 91.6 | 91.7 | 946 | 96.3 | 94.4 | 95.1 | 98.1 | 96.1 | 96.3 | 96.0 | 95.6 | 91.1 | 91.0
Q1 Q2 Q3 Q4 Q5 Q6 Q7 Q8 Q9 Q10 Q11 Q12 Q13 Q14 Q15
Color Parameters:
cCcT CRI CRIR9 | TM30Rf | TM30 Rg cas X y u v Auv
3022 K 96.2 73.4 93.5 99.7 93.7 0.435 0.401 0.250 0.347 -0.0008
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TM-30 Details
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Rf 93.5
Fidelity index Rf
Rg 99.7
Gamut index Rg
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Color vector gréphics

Color distortion graphics
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Color Evaluation Sample
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Aiming Angle
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