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LIGHTING

Photometric / Colorimetric / Electric Report
Fixture Model:

200-HD-R-HI-35-60-EL 1-2-650-FLR-2-NIC

Trim Model:

FLR-2-WH

Date:
8/10/2022

Light efficiency:

umen/Watt

Light quality:

output 11851

Color temperature:

3500 K : Peak: 2009 cd
CIE 1931 Power: 26.2 W
X: 0.404
y: 0.387 PF: 0.98

Spectra:

IR0
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Color Details
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CIE 1931 CIE 1931 ZOOM

TM-30: 91.0 CRI: 94.4 (R1-R8)

94 94 90 g3 94 94

R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15

TM30 C Values:

CQsS: 92.7
CRIR Values: - QS: 92
RiL | R2 | R3 | R4 | R5 | R6 | R7 | R8 | RO | R10 | R11 | R12 | R13 | R14 | R15 0 93 95 95 Y0 95 95 95
955 | 985 | 984 | 936 | 943 | 958 | 93.0 | 865 | 69.7 | 945 | 942 | 775 | 96.8 | 989 | 928

©il, c2 Cc3 c4 (©5] Cc6 © c8 C9 | C10 | C11 | C12 [ C13 | C14 | C15 | C16
90.7 | 935 | 93.2 | 93.3 | 92.3 | 96.6 | 92.2 | 93.8 | 90.0 | 85.2 | 86.9 [ 90.8 | 93.0 | 89.2 | 88.9 | 87.9
CQS Q values:
Q1 Q2 Q3 Q4 | Q5 Q6 | Q7 Q8 Q9 | Q10 | Q11 | Q12 | Q13 | Q14 | Q15
90.8 | 975 | 89.8 | 87.2 | 90.2 | 92.7 | 949 | 952 | 99.3 | 96.4 | 951 | 94.7 | 948 | 91.0 | 91.2
Q1 Q2 Q3 Q4 Q5 Q6 Q7 Q8 Q9 Q10 Q11 Q12Q13 Q14 Q15
Color Parameters:
CCT CRI CRIR9 TM30 Rf | TM30 Rg CQSs X y u \Y Auv
3500 K 94.4 69.7 91.0 97.8 92.7 0.404 0.387 0.237 0.340 -0.0015
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TM-30 Detalils
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CES83
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CES81
CES80
CES79
CES78
CES77
CES76
CES75
CES74
CES73
CEST72
CES71
CEST70
CES69
CES68
CES67
CES66
CES65
CES64
CES63
CES62
CES61
CES60
CES59
CES58
CES57
CES56
CES55
CES54
CES53
CES52
CES51
CES50
CES49
CES48
CES47
CES46
CES45
CES44
CES43
CES42
CES41
CES40
CES39
CES38
CES37
CES36
CES35
CES34
CES33
CES32
CES31
CES30
CES29
CES28
CES27
CES26
CES25
CES24
CES23
CES22
CES21
CES20
CES19
CES18
CES17
CES16
CES15
CES14
CES13
CES12
CES11
CES10
CES09
CES08
CES07
CES06
CESO05
CES04
CES03
CES02
CESO01

Color Evaluation Sample
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Beam Detalls

Distance (feet) 2 ft 4 ft 6 ft 8 ft 10 ft
216 Ix
Lux* 1352 Ix
5406 Ix
45.3°
Beam center
502 fc
*
Footcandles 126 fc
*measured at
center of beam 56 fc
31ifc
20 fc
Beam width (feet) 1.7 ft 3.3 1t 5 ft 6.7 ft 8.3 ft
Beam Intensities from 1-20m
im 2m 3m 4m 5m 6m 7m 8m 9m 10m | 11m | 12m | 13m | 14m | 15m | 16m | 17m | 18m | 19m | 20m
3.3ft | 6.6ft | 9.8ft | 13.1ft | 16.4ft | 19.7ft | 23ft | 26.2ft | 29.5ft | 32.8ft | 36.1ft | 39.4ft | 42.7ft | 45.9ft | 49.2ft | 52.5ft | 55.8ft | 59.1ft | 62.3ft | 65.6ft
2009Ix | 502Ix | 223Ix | 126Ix | 80Ix 561x 411x 31Ix 25Ix 20Ix 17Ix 141x 12Ix 10Ix 9Ix 8Ix 7Ix 6Ix 6Ix 5Ix
186.6fc | 46.7fc | 20.7fc | 11.7fc | 7.5fc | 5.2fc | 3.8fc | 2.9fc | 2.3fc 1.9fc | 1.5fc 1.3fc | 1.1fc 1fc 0.8fc | 0.7fc | 0.6fc | 0.6fc | 0.5fc | 0.5fc
Intensities in 0° c-plane
0° 2° 40 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°
2009 | 2009 | 2008 | 2003 | 1994 | 1989 | 1966 | 1927 | 1848 | 1658 | 1390 | 1094 | 820 | 637 | 532 | 438 | 341 | 244 | 138 53
100% | 100% | 100% | 100% | 99% | 99% | 98% | 96% | 92% | 83% | 69% | 54% | 41% | 32% | 26% | 22% | 17% | 12% | 7% 3%
Intensities in 90° c-plane
0° 2° 40 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°
2009 | 2009 | 2008 | 2003 | 1994 | 1989 | 1966 | 1927 | 1848 | 1658 | 1390 | 1094 | 820 | 637 | 532 | 438 | 341 | 244 | 138 53
100% | 100% | 100% | 100% | 99% | 99% | 98% | 96% | 92% | 83% | 69% | 54% | 41% | 32% | 26% | 22% | 17% | 12% | 7% 3%
Intensities in 180° c-plane
0° 2° 40 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°
2009 | 2009 | 2008 | 2003 | 1994 | 1989 | 1966 | 1927 | 1848 | 1658 | 1390 | 1094 | 820 | 637 | 532 | 438 | 341 | 244 | 138 53
100% | 100% | 100% | 100% | 99% | 99% | 98% | 96% | 92% | 83% | 69% | 54% | 41% | 32% | 26% | 22% | 17% | 12% | 7% 3%
Intensities in 270° c-plane
0° 2 40 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°
2009 | 2009 | 2008 | 2003 | 1994 | 1989 | 1966 | 1927 | 1848 | 1658 | 1390 | 1094 | 820 | 637 | 532 | 438 | 341 | 244 | 138 53
100% | 100% | 100% | 100% | 99% | 99% | 98% | 96% | 92% | 83% | 69% | 54% | 41% | 32% | 26% | 22% | 17% | 12% | 7% 3%
Beam angle 50% Field angle 10% Cut-off angle 2.5% Intensity ratio in 120° Intensity ratio in 90°
45.3° 69.6° 76.4° 99.5% 99.3%
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